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RETURN RECEIPT REQUESTED

Ms. Valerie Jones, Branch Chief

Underground Injection Control (UIC) Section, WDU-17J
United States Environmental Protection Agency, Region V
77 West Jackson Boulevard

Chicago, Illinois 60604-3590

Subject: Underground Injection Control Permit Application
Bethlehem Steel Corporation, Burns Harbor Division

Dear Ms. Jones:

Enclosed, for your review and approval, are two (2) copies
of an application to drill a new Class 1 disposal well at the
Burns Harbor Division. The proposed well will be designed to
inject either Waste Ammonia Liquor or Spent Pickle Ligquor, which
are currently injected into wells that have operable UIC
permits. The purpose of the proposed well is to be a back-up to
the currently permitted wells. The submittal of this application
has been previously discussed with Mr. N. Wiser, of your staff,
and is expected.

If there are any questions concerning this matter, please
contact me or D. P. Bley at (219) 787-2712.

Very truly yours,

v

T. W. Easterly, P.E., DEE
Superintendent
Environmental Services Department

Enclosures

Cc: R. W, Anderson
H. E. Harrington _
W. J. Riley/R. K. Chaturvedi
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SECTION 1 - INTRODUCTION

Bethlehem Steel Corporation, Inc. (BSC) is applying for an Underground Injection
Control (UIC) permit from Region 5 of the United States Environmental Protection Agency
(USEPA) for a new Class |, non-commercial, hazardous waste injection well to be installed
atits Burns Harbor Division, in northwestem Indiana. The new proposed well is designed
for the dual purpose of injecting either waste ammonia liquor (WAL) or spent pickle liquor
(SPL) into the Cambrian age lower Mt. Simon Sandstone Formation, below the B-Cap
Shale. The proposed designation for the new well is well “WAL/SPL-1".

BSC presently operates three Class 1 injection wells at its Burns Harbor Division.
One well already injects spent pickle liquor (SPL) derived from cleaning mill scale and
oxides from steel during the finishing process. Two wells inject waste ammonia liquor
(WAL) which is derived from the coke making process. The wells operate under authority
of existing UIC permits issued by the USEPA, Region 5. Applicable permit numbers for the
existing wells are as follows:

Well Permit Number Stated Expiration Date
SPL-1 IN-127-1W-0001 10/30/91
WAL-1 IN-127-1W-0003 10/30/90
WAL-2 IN-127-1W-0004 10/30/20

Permit renewal applications were filed in April 1990 and April 1991. On October 15,
1997 Bethlehem Steel filed supplements to the permit renewal applications for the existing
wells in response to a notice of deficiency received from the EPA regarding the 1990 /
1991 permit applications. In the interim period, the existing permits have continued in
effect.

The three existing wells have been adequate to meet the plant's disposal needs
since installation. Through the years, remedial work has been required on all three of the
wells. The historical work is currently limiting the repair options that may be become
necessary in the future. This condition could lead to inadequate disposal capability.
Therefore, BSC is seeking approval to construct a new well that will be capable of injecting
either spent pickle liquor or waste ammonia liquor as the need arises. The design of the
proposed well includes materials of construction that are suitable for the injection of either
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waste stream. A buffer solution will be injected between the waste streams to protect the
injection interval.

Installation of the new well will greatly enhance the reliability of the current BSC
injection facilities by insuring a well is always ready in the event an existing well must be
removed from service for mainienance, repairs or testing. The new well is not being
installed to increase the current waste volume permitted in the existing UIC permits or
increase the volume used in the mathematical simulation modeling contained within the
approved petition for exemption from Land-Ban regulations.

The new well is to be installed on the western side of the BSC Burns Harbor
property, at a location approximately 450 feet north-northeast of the existing WAL-1 well,
and approximately 7400 feet west-southwest of the existing SPL-1 well. The subsurface
geological and hydrological conditions at the proposed location for WAL/SPL-1are
expected to be very similar to that encountered in Bethlehem'’s presently operating WAL
and SPL wells.

1.1 ORGANIZATION OF MATERIALS

This document presents the required UIC permit application data and necessary
attachments in the order they are requested in the instructions for completing the
application materials. Since BSC currently has UIC applications pending with the USEPA
for existing wells at the Burns Harbor Division, the data required to document WAL/SPL-1
is incorporated by reference to the previously provided application materials where
applicable. When well specific information is required, such as in the areas of well
construction, installation procedures, testing, monitoring or closure and post closure, the
information is included with this application.

1.2 SOURCES OF DATA

To a large degree, information presented in this document and in the referenced
UIC applications that are currently pending has been exiracted from Bethlehem's 1990
Petition for exemption from the hazardous waste restrictions. In 1990 Bethlehem was
granted an exemption to continue injection of hazardous waste subject to the Land
Disposal Restrictions (LDR’s) of the Hazardous and Solid Waste Amendments of 1984.
This exemption was modified in 1998 to include additional waste codes that later became
subject to the LDR's. Where necessary, information in this document or the referenced
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applications has been updated or revised to reflect changes that have occurred since the
petition was prepared.

1.3 PERMIT PARAMETERS

Bethlehem is requesting that the permit parameters for WAL/SPL-1 be similar to
those in the existing UIC permits for WAL and SPL injection. Bethlehem requests that the
new well be permitted to inject directly into the lower Mt. Simon Formation (Injection
Interval) below the approximate depth of 2745 feet below ground level, which is below the
B-Cap Shale. An Injection Zone consisting of the Eau Claire Sandstone, the Upper Mt.
Simon Sandstone, the B-Cap shale and the Lower Mt. Simon Sandstone is requested.
The Eau Claire Sandstone, the upper Mt. Simon Sandsione and the B-Cap shale are
designated as the Containment Interval of the Injection Zone and the lower Mt. Simon is
designated as the Injection Interval. A Confining Zone consisting of the Eau Claire Shale
is requested.

The WAL/SPL-1 maximum surface injection pressure shall be limited based on the
results obtained from the injection interval fracture gradient determination that will be
performed during installation. The current allowable maximum injection pressures for WAL
and SPL are 977 psig and 699 psig, respectively. It is anticipated that the proposed
fracture gradient determination will yield values which allow for equivalent maximum
injection pressures.

The injection rate for WAL shall be limited to a combined monthly average maximum
of 240 gallons per minute, calculated for all wells injecting WAL.

TEXAS WORLD OPERATIONS, INC.
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SECTION 2 - WELL PERMIT APPLICATION FORMS

The United States Environmental Protection Agency, Underground Injection Control
Permit Application Form and Plugging and Abandonment Plan for Bethlehem Steel's
proposed new injection well: WAL/SPL-1 are found on the following pages.

TEXAS WORLD OPERATIONS, INC.
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Form Approved. OMB No, 2040-0042. Etpires 6-30.93
United States Enviranmental Protection Agency I. EPAID Number |NDOO3913423___-—--“

an Underground Injection Control 7 n i
\"IEPA . i |\ WER/Tsnrn TA | ¢
Permit Application '
{Collected under the suthority of the Safe Drinking i [
Watsr Act. Sections 1421, 1422, 40 CFR 144} / - ‘5 i
- y Raad Attached Instructions Before Starting
k,)ﬁ Vie. 3 -2 :?.‘_. ?f For OHicial Use Only ) )‘5 {u £‘/f@7m ?}:;
Applicstio rovad Dat ived
pplication approve ate recsiv Barmiit Numibar Weillp FINDS Numbar
mo  day year mao  day year

IN'-IZ?—IW—OOO?
Il. Owner Nemme and Address- : I, Operator Nama and Address - ; T

Ownor Neme BethlehemSteeICorp Inc. WAL/SPL-1 |©porator Namae BethlehemSieeICorp Inc. WAL/SPL-1

Street Address Burns Harbor Division Phane Number | Street Address Burns Harbor DMSlon Phone Numbar
PO Box 248 (219) [787-2712 PO Box 248 (219) 1787 -2712
City State ZIP CODE City Stata ZIP CODE
Chesterton IN 46304 Chesterion IN 46304
1¥. Commecciad Facility : | .. . V. Ownership - - . . WI. Lagel Contact ; - V1., SiC Codear:. ;
- N X | Private Owner 331

e . Fedaral . Operator

"YIA, CWell Statue - fMark “x*F L L v

D A. Date Started .
mo  day yoar D B. Modification/Conversion - C. Proposed .
Operating [ }

X, CTypeof Pénmit Requisated (Mar Tx” T #nd specify if Fequired i g
| Numbar of Existing Wolls | Number of Propased Wolls | Namels) of field{s) or projact(a)

| g 1

‘_Z’ A, Individual D B. Ares

1 X0 Clazs and Typa of Wad (eew reversa).

A. Classes(es) B. Typsls) C.If class i3 “othor” or typa is code 'x,’ explain D. Number of w,,”, per type [if area parmit)

{enter codes{a) {enter codes(s)
1 W
. . X1¥ Locxtion of Weli{s) or Appromuts Ceater of Field or Project « & el L iigs S § X Indisny Lands (Marke!x} -
Latitude Longitude Townehip and Rangs Vid !
Deg | Min | Sec | Deg | Min | Sec | Sec Twp | Reage | 1/4 Sec| Feet From |Line| Feet From |Line
Neo

41 |37 | 45 087] 08 | 41| 29 3?N B6W | SW 175 N 6 W
T ok pE ! XN Attachments <2800 L e i 200 tey”

({Complete the following questions on & separate sheet(s) and number accordingly; see instructions)
For Classes I, I, lll, {and other classes} complete and submit on a separate sheet(s) Attachments A--U {pp 2-6)
as appropriate. Attach maps where required. List attachments by letter which are applicable and are included with

your application, A BCDFHIJKLMN O PQRSTU (Additional Attachments V W)

# XV Centdicmticn

| certify under the penalty of law that | have personally examined and am familiar with the information submitted in this
document and all attachments and that, based on my inquiry of those individuals immediately responsible for obtaining
the information, | believe that the information is true, accurate, and complete. | am aware that there are significant
nanalties for submitting false information, including the passibility of fine and imprisonment. (Ref. 40 CFR 144.32)

A, Namo and Title [Type or Prntl B. Phone No. {Arss Code snd No.l
R. F. Chango, Vice President, Operations (219) 787-3201

C. Signature : D. Date Signed
Y & Céd’”/j/j 3/22/99

EPA Form 7520-8 {Rev. 8-31]




Form Approved. OMB No, 2040.0042,  Expires 6-30.93

United States Envitonmental Pratection Agency I. EPA ID Numbee IND0033813423 T
\Q’EPA Underground Injection Control e
s . . Tia
Permit Application 2
(Collected under the suthority of the Ssfe Drinking U
Water Act. Sections 1421, 1422, 40 CFR 144)
Read Attached Instructions Before Starting T
For Official Use Only
Application spprovad Date received FINDS Number
Parmit Number YWell ID
ma  day year mo day yaar
Il. Owner Hame and Address. lil. Opecator Name and Addrees - o 3
OwnerNeme  Bethlehemn Steel Corp. , Inc. WAL/SPL-1 | Operator Neme Bethlehem Stee] Corp. , Inc.  WAL/SPL-1
Streot Address Bums Harbor Division Phone Number | Street Address Bums Harbor DMSlon Phone Numbar
PO Box 248 (219) [787-2712 PO Box 248 (219) 787-2712
City State ZIP CODE City Stata ZIP CODE
Chesterton 46 Chesterton IN 46304
1¥. Commercial Faclity V. Qwmership V1. Legal Contact - Yil.. 8iC Codeer:. :
l Yes X | Private Clvinisr 331
Na - Fedaral - Operator
- Othar

C VIR, Wed Statue - fAdeck "% e

B oy R i R

Date Started
day

-

Oparating

C. Proposed

[___l B. Modification/Conversion

mo yaar

IEX. Type of Pérmit Raquested (Meark Tx® snd specify i Feqrared i ¥
| Number of Existing Wells | Number of Proposed Wella | Namals) of fiald(s) or project(s)

3 1

E A, Individual D B. Area

: X Class and Type of Wed {eev reversa)
C.If ciass ia "other® or typas is cods "x,” explain

B. Typals) D. Numbur of wolla per type Itf arsa permit)

{enter codes(a)

A, Clasasslas)
{anter codes(a)

1 \ W
Jo KB Location of Well{d) 'or Approdmate Ceater of Fisld or Projects vl e Liey W fLUUXES Indisd Eands {Markx} 2
Latitude Longitude Township and Range [ ] Yes
Deg | Min | Sec | Deg | Min | Sec Sec Twp | Renpe | 1/4 Sec| Fest From |Uine| Feet From | Line T
41 | 37 | 45 08 29 37N BW | sW 175 N 6 W No

087 41

XIS Adschments -

{Complete the following questions on 8 separste sheet(s) and number accordingly; see instructions)
For Classes I, Il, I, {and other classes) complete and submit on a separate shast({s) Attachments A--U {pp 2-6)
as appropriate. Attach maps where required. List attachments by letter which are applicable and are included with

your application. ABCDFHIJKLMN O PQRSTU (Addutuona! Attachments V W)
= X1V Cortiflcation:

| certify under the penalty of law that | have personally examined and am familiar with the information submitted in .thTS
document and all attachments and that, based on my inquiry of those individuals immediately responsible for obtaining
the information, | believe that the information is trus, accurate, and complete. | am awars that there are significant
nenalties for submitting false information, including the passibility of fine and imprisonment. {Ref, 40 CFR 144.32)

é. Phona No. fArss Code and No.l

(219) 787-3201
D. Date Signed
3/22./99

A. MName and Title (Type or Frint)
R. F. Chango, Vice President, Operations

L Clavyy

v

C. Signatura

EPA Farm 7520-8 (Rav. 8-31)}



SEPA

_UNETED STATES ENVIRQMMENTAL PROTECTION AGENCY
WASHINGTON, DC 20480

PLUGGING AND ABANDONMENT PLAN

NAME AND ADDRESS OF FACILITY,

Burns Harbor Plant

Bethlehem Steel Corporation

M
“Bethf
Burns Harbor Plant

em

DQRESS OF QWNE
eéh

S eeyopé

RATOR ;
or%oratlon

P O Box 248, Chesterton, IN 46304 P O Box 248, Chesterton, IN 46304
STATE COUNTY PEAMIT NUMBER
LOCATE WELL AND OUTLINE UNIT ON IN Porter
SECTION PLAT — 640 ACRES
SURFACE LOCATION DESCAIPTION
M NW_ 1/4 of NWi/4 of NW 1/4 of SW_1/4 of Section_29 Township 37N Rengs_6W
i i i E TJ__ g LOCATE WELL IN TWO DIRECTIONS FROM NEAREST LINES OF QUARTER SECTION AND DRILLING UNIT
L L] Ly T R 1] s d
| | | { I I L:c:t::;n 17 Sh. from (N/S) l Line of quartar saction
}— E t ! E E and 6 . from (EAW) W Line of quarntsr section
i 1| i 1 — i TYPE OF AUTHORIZATION WELL ACTIVITY
W o 8 1 L ; % B Individual Parmit ® CLASS |
o | ] | [ | I O Area Parmit OCLASS Il
| 1 O Rul. O Brine Disposal
| I I | | l . O Enhancad Racovery
{ L 1 . q 3 Numbar of Wells —___ O Hydrocarbon Storaga
i R | I I | O CLASS [l
L1 .1 |
b [ :
3 Lease Namae Well Numbar WAL/ SPL-1
CASING AND TUBING RECORD AFTER PLUGGING METHOD OF EMPLACEMENT OF CEMENT PLUGS
K] The Balance Mathod
SIZE WT(LB/FT) |70 8 PUT IN WELL {FT) [TO BE LEFT IN WELL (FT) HOLE SZE O The Dump Bailar Method
20" 106 .5 240 24Q M O The Two-Plug Mathod
13-3/8" 54,9 1200 1200 1F=] foN O other
9-5/8" 40 2700 2700 12-1/4%
8-5/18" C-276 55 55 12-1/4"
CEMENTING TO PLUG AND ABANDON DATA: peuc m1 | ceiricra. | ¥OEXX | pucm3| pucas | pLuG s PLUG 77
Siza of Hols or Pigs in which Plug Will B Plsced (inches) 12-1/4112-1/4], 9-5/8 9-5/8
Dapth to Bottom af Tubing or Drill Pipa (f) 4400 2787 2540
Sacks ol Cameant To Be Usad [sach plug) 1119 845%* 915
Slurry Volume To Bs Pumped (cu. 1.} 1320 113 10 8 0
Calculated Top of Plug (h.} 2787 2540 3' Below grade
Measured Top of Plug (if tagged f.) 2787 2540 3' Below grafde
Slurry Wa. {Lb./Gal.) 15.6 12.6 1556
Typa Cament or Gther Matorial {Class Il) Class Al Resin Class . B

LIST ALL OPEN HOLE AND/OR PERFORATED INTERVALS AND INTERVALS WHERE CASING WILL BE VARIED [ any)

From

To

From

* To

2755

4400

Estimated Cost to Plug Waells

$190,000

* gallons

CERTIFICATION

| certify under the penalty of law that | have parsonally examined and am familiar with the information
submitted in this documant and alf attachments and that, basad on my inquiry of those individuals
immediately responsible for obtaining thie information, | believe that the information is true, accurate,
andcomplete. |am aware that there are significant penahies for submitting false information, including
the possibility of fine and imprisonment. (Rel. 40 CFR 144.32)

NAME AND OFFICLAL TTTLE {Pleaia (ype or print)

- SIGNATURE

-
R. F. Chango, Vice Pres., Operations /yr *ZW
v

DATE SIGNED

3/22/99

EPA Form 7620-14



I_ ORIGINAL WELL CONSTAUCTION DURING OPERATION

Surface

PLUGGING AND ABANDONMENT CONSTRUCTION

Pecrlorations:

Hole Sizel12=1 id)

** Add Any Addillonal Inlormation
* May Not Apply

Long Stri
c-.ingiﬁi e

T Depth 440%.1

Dapth {1t.)

* May Not Apply

** Add Any Addillonsl Inlormation

Surice
4
'I’:;‘g3 Plug Interval
i (R.}to
2540,
Tap Of
Cament )
Surface .
Surlace Surfaca
Lo Casing 290 114 Casing 200 (1,
*USDW Basae Plug
interval
USDW. e (LI 10 (L) p
ﬂile 726[1!.1 usow Bua?__._26ll‘l.
* * Intermediate e * tntermediste
Cut/Rip Peint Plug Cut/Rip
intarval D!pfh “l.
Top OI - () to—— (18}
Cement (H.) L s
Surface
J . lnlerr;iugb . lnlgth::b&du
Casing (fe.} Casing' 2¥V (1t
* Middle Plug Intervel
2540(H) 12287111
* Long String Cut/Rip . :
Point Plug Intarval cl:a;\g_Stgnnt
[ (] 10— [11.) . ';"“ ]"
Patk
Jog Ot < D2 235 ey '
Convent i) Boltom Plug Depth
Surface ‘ ZZ_B_Em.ﬁg_‘?ﬂ.{.’m.: -
N/A * Mechanical Plug Lonp SUeR5 5,

Casing & ==

* Depth — (!

LIST OF ALLOPEN AND/OR PERFORATED INTERVALS AND INTERVALS WHERE CASING WILL BE VARIED

Spocity Open Hola /P erfovelions AV arted Cosheg From To Formation Name R
Open hole TZ2-T1A" 2755 4400 Lower Mt. Simon s
i ———
ok

o B




SECTION 3 - PERMIT ATTACHMENTS

The information that is required to accompany the USEPA UIC Permit Application
Form as attachments is contained in or referenced from this section. Certain data that is
specific to the proposed WAL/SPL-1 well is provided in detail in this section while a
significant volume of material that is common to all wells at the BSC Burns Harbor facility
is referenced to the permit application materials submitied to the USEPA, Region 5 on
October 15, 1997. :

Material that is referenced to the “BSC 1997 UIC Permit Applications” refers to the
document containing the following title that was enclosed with a certified letter from T.W.
Easterly to N.M. Wiser, “Underground Injection Control (UIC) Permit Application
Deficiencies, Bethlehem Steel Corporation, Burns Harbor Division”, dated October 15,
1997.

UIC PERMIT RENEWAL APPLICATIONS
FOR

SPL-1 (PERMIT NUMBER IN-127-1W-0001)

WAL 1 (PERMIT NUMBER IN-127-1W-0003)

WAL-2 (PERMIT NUMBER IN-127-1W-0004)

' for

BETHLEHEM STEEL CORPORATION, INC.
BURNS HARBOR DIVISION
OCTOBER 1997

VOLUMES NO. 1 AND NO. 2

ATTACHMENT A - AREA OF REVIEW METHODS

The area of review (AOR) methods are contained in the BSC 1997 UIC Permit
Applications, Section A. An AOR of four (4.0) miles was used in the 1997 applications.
Since the actual cone of influence for the BSC wells has been calculated to be between
3.0 and 3.8 miles, the 4.0 mile radius AOR is sufficient to take into account the proposed
WAL/SPL-1 well location, which is less than 0.2 miles distant from existing WAL-1 and
WAL-2.

TEXAS WORLD OPERATIONS, INC.
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ATTACHMENT B - MAPS OF WELL / AREA AND AREA OF REVIEW

The data required for this attachment is contained in the BSC 1997 UIC Permit
Applications, Section B and in Appendices A-1 through A-5. Additionally, a map
demonstrating the proposed location of WAL/SPL-1 in relation to the BSC plant
infrastructure and WAL-1 is provided in this permitting document as Figure 3-1.

ATTACHMENT C - CORRECTIVE ACTION PLAN

Aside from Bethlehem’s SPL-1, WAL-1, WAL-2 and the proposed WAL/SPL-1 well,
there are only two wells within the four mile AOR that peneiraie as deeply as the
Bethlehem confining zone (upper Eau Claire shale). The Midwest Steel SPL-2 is a
permitted active injection well injecting info the lower Mt. Simon Sandstone. The Midwest
Steel SPL-1 was an injection well which injected into the Mt. Simon Sandstone and lower
Eau Claire Formation prior to being converted into a monitoring well completed in the
Galesville Sandstone. No corrective action plan for improperly constructed or unplugged
wells is required since there are no known pathways for fluids to migrate from the
Bethlehem injection zone upward toward USDWs.

ATTACHMENT D - HYDROGEOLOGY

The data required for this attachment is contained in the BSC 1997 UIC Permit
Applications, Section D. Hydrogeology at the proposed location for WAL/SPL-1 is
expected to be consistent with that existing in Bethlehem’s other injection wells.

ATTACHMENT E - NAME AND DEPTH OF USDWs (Applicable to Class Il Well Only)

ATTACHMENT F - GEOLOGY
The data required for this attachment is contained in the BSC 1997 UIC Permit

Applications, Section F. Geology at the proposed location for WAL/SPL-1 is expected to
be consistent with that existing at Bethlehem’s other injection wells.

Cuttings samples will be collected and various geophysical logs and tests will be run
during the installation of WAL/SPL-1. Data obtained during the drilling, completion and
testing of the new well will be compared to the body of existing subsurface information to
insure that it is consistent with that data utilized in predicting the capability of the local
subsurface formations to safely accept and contain the injected waste fluids.

TEXAS WORLD OPERATIONS, INC.
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Based on electric and sample log profiles, core analysis data, scale, geometry,
thickness and morphology, the injection zone and confining zone within the geological
study area function as excellent injection and confining zones due to their:

Thick and sub-regionally continuous nature

Appropriate porosity and permeability characteristics

Large areal extent

Confinement above and below by thick, radially extensive, impermeable
layers.

Total dissolved solids content above 10,000 ppm for reservoir fluids in the
injection zone.

6. Absence of faulting to act as possible conduits for injected wastes out of the
injection zone

P P ek

o

ATTACHMENT G - GEOLOGICAL DATA ON INJECTION AND CONFINING ZONES
(Applicable to Class Il Wells Only)

ATTACHMENT H - OPERATING DATA

Historical data concerning average and maximum daily rates and volumes, and
average and maximum surface pressures for injection of WAL and SPL into Bethlehem’s
existing wells is contained in the BSC 1997 UIC Permit Applications, Section H. The
operating parameters for proposed WAL/SPL-1 are expected to be similar to those of the
existing injection wells at the BSC facility.

Since the proposed WAL/SPL-1 well is intended primarily as a backup, or alternate
to the existing injection wells at Bethlehem’s Burns Harbor Division, no additional waste
disposal volumes or increased injection rates or pressures are being requested for this
well, above what is already permitted for the facility.

Bethlehem is requesting that the maximum permiited waste ammonia liquor
injection rates for WAL/SPL-1, WAL-1 and WAL-2 be maintained at a monthly average
maximum level of 240 gallons per minute. This injection rate is to be calculated based on
the combined total amount of WAL injected into both existing WAL wells and the proposed
new WAL/SPL-1 well in a given month, divided by the combined total hours of WAL
injection in that month.
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Currently, there is no limitation on flow rate for injecting SPL at the Burns Harbor
Division. There is however a maximum injection pressure limitation. Bethlehem is
requesting that the injection rate for SPL into WAL/SPL-1 be limited only by a maximum
surface injection pressure that will be calculated after the fracture gradient determination
is performed during installation of the new well.

Bethlehem is requesting that the maximum permitted injection pressures for the
proposed WAL/SPL-1 well be based on the results obtained from the injection interval
fracture gradient determination that will be performed during installation. It is anticipated
that the proposed fracture gradient determination will yield values that provide for
maximum injection pressures equivalent to the currently permitted values for WAL and SPL
of 977 psig and 699 psig, respectively.

Annulus Fluid Composition

The annulus fluid in WAL/SPL-1 (as is that in the other three Bethlehem wells) shall
be composed of NaCl brine with corrosion inhibitor added. The seal pot and
approximately the upper twenty feet of the annulus in the well will be filled with mineral oil
to prevent freezing.

Source of Injected Fluids

Spent pickle liquor (hazardous waste code K062) results from the ultimate
weakening of the hydrochloric acid solution utilized to clean scale and rust from steel
during the finishing process.

Waste ammonia liquor is a by-product of making coke from coal, for use in steel
making. Waste ammonia liquor is considered hazardous due to selenium, benzene and
pyridine concentrations (hazardous waste codes D010, D018 and D038, respectively).

Chemical Analyses of Injected Fluids  (All referenced tables are found in the BSC 1997
UIC Permit Applications
Table H-5 presents a summary of the results of numerous historical chemical
analyses of the spent pickle liquor and the waste ammonia liquor. The table indicates the
number of analyses for each constituent analyzed, and the mean, minimum and maximum
values of the testresults.  Table H-6 contains the results of an Appendix IX parameter list
analysis performed on the spent pickle liquor in 1993. Table H-7 contains the results of
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ATTACHMENT |- FORMATION TESTING PROGRAM

USDW DETERMINATION o

The lowermost USDW was verified by extensive formation fluid testing
during the installation of the Galesville Sandstone monitor well at the Burns Harbor
Division during 1995. The interface of the Silurian-Devonian and the top of the
Marquoketa Shale is designated as the base of the lowermost USDW. No
additional testing to determine the base of the USDW is planned during the
installation of WAL/SPL-1.

FORMATION FLUID SAMPLING —- PRESSURE DETERMINATION

The Galesville Sandstone monitor well is completed in the first porous and
permeable formation overlying the confining zone. This well monitors formation
pressure continuously and has been sampled periodically since late 1995. The
well is currently sampled on a quarterly basis. Since formation fluid from this
interval is regularly recovered and analyzed, no additional formation fluid
sampling from the Galesville is planned during the installation of WAL/SPL-1. _

Following the installation of the long string casing into the top of the
Lower Mt. Simon Sandstone (injection interval), a formation fluid sample will be
recovered by jetting or air lifting the well during the formation cleanup procedure.
The well is being drilled and completed within the existing waste plume from
Waste Ammonia Liquor (WAL) well #1 and WAL well #2. It is expected and
understood that the fluid sample recovered from the Lower Mt. Simon Sandstone
formation will be contaminated with WAL. Following stabilization of temperature,
pH, and conductivity for the recovered fluids from the Lower Mt. Simon, a sample
will be collected for laboratory analysis. The sample will be analyzed for the
following parameters to characterize the formation fluid:

Acidity ¥
Ammonia as N
Chloride

Total Cyanide

Total Phenols (4AAP)
- pH

Total Dissolved Solids
Sulfate

Bicarbonate

Specific Gravity

Iron

Magnesium

Sodium

Calcium

Potassium

Benzene

Selenium

Pyridine
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5. Thin Section Analysis
6. X-Ray Diffraction Analysis
7. Injection Reservoir Sand Sizing

Additional core analyses may be performed. Specific tests will be selected
by the Burns Harbor facility geological consultant based on the evaluation of the
whole cores and the open hole geophysical well logs obtained at that time.

INJECTION INTERVAL FRACTURE GRADIENT DETERMINATION

The procedure for conducting in-situ stress measurements within the
Mt.Simon formation at the Burns Harbor facility is detailed below. A fracture test
has been designed that will accurately determine the minimum principal stress
which equals the fracture closure pressure. Downhole pressure gauges will be
used in all testing to acquire accurate and interpretable data. Three intervals
spaced over the majority of the open hole injection interval of the lower Mt.
Simon formation are proposed for the testing. Three sections within the Mt.
Simon will be selected for obtaining representative stress measurements
throughout the interval and to have sufficient data if the recorded data at one or
more of the stations proves unreliable due to downhole equipment failure or
surface recording malfunctions.

The testing operations will be conducted during the drilling operations and
prior to setting the 9-5/8-inch long string casing and 8-5/8-inch hastelloy casing
extension and polished bore receptacle. The Mt. Simon injection interval is
approximately 1,500 feet thick, and injection interval fracture gradient
determination tests will be performed in the upper 500 feet, the middle 500 feet,
and the lower 500 feet of the Mt. Simon Injection Interval. The anchor test method
will entail drilling to a specified depth and then using only one packer to isolate the
testing interval. After reaching a specified test depth, the drill string will be
removed from the well and the anchor test assembly installed in the well on the
drill string. The isolation packer will be set at the top of the proposed test interval.
The test interval is limited to the drilled wellbore below the bottom set depth of the
single isolation packer. This method eliminates the possibility of the lower isolation
packer failing or breakdown occurring around the lower packer. If the anchor
packer fails, the failure will be detectable on surface or by an increase in annular
pressure above the test interval. :

An increasing flow rate step test will be used to determine the fracture
initiation pressure, fracture propagation pressure, and the fracture closure
pressure during each of the three tests. Water will be used during the fracturing
tests. A general testing procedure is presented below.

1. Required equipment will include an anchor test assembly, downhole
memory gauge, surface recording downhole pressure gauge, flow meter,
high pressure pump, wireline unit, and appropriate recording capabilities
for flow rate and pressure. '



Final
March 2007

approximately 2,800 feet. The bottom hole pressure and temperature will
be monitored and recorded during the test.

Note: Wells WAL #1 and WAL #2 must be under either constant rate
injection or shut in beginning not less than 12 hours prior to the
WAL/SPL-1 testing. The operational status of these wells must be
maintained constant throughout the WAL/SPL-1 test operations.

After recording approximately one hour of bottom hole pressure and
temperature data to insure that the down hole gauges have stabilized, start
injection of lake water to the well. A constant injection rate will be selected
and maintained between 150 gpm and 300 gpm for the testing. The
surface injection pressure at the wellhead will not exceed the permitied
maximum injection pressure as calculated using the data from the fracture
gradient determination. The constant rate injection period will be
maintained for approximately 18 hours.

Stop injection to the well after approx1mately 18 hours of injection.
Continue to monitor the bottom hole pressure and temperature during the
falloff portion of the test. The falloff portion of the test is designed for
approximately 24 hours

Continue monitoring the bottom hole pressure and temperature at
approximately 2,800 feet until adequate data is collected. Pull out of the
well with the logging tools and release the logging unit.
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ATTACHMENT J - STIMULATION PROGRAM -

Well stimulation will be performed following installation of the long string casing
and before the performance of injectivity/falloff testing. The proposed well stimulation
procedure is as follows: :

A coiled tubing unit will be used for the well stimulation. The stimulation will
include the following three steps:
Jetting with coiled tubing and nitrogen
Acid treatment through coiled tubing
Jetting with coiled tubing and nitrogen
The well will be jetted with coiled tubing and nitrogen before acidizing to
remove as much drilling induced damage as possible. The well will also be jetted
using nitrogen until stable samples of formation fluid are recovered from the formation.
The pH, conductivity and temperature of the fluid recovered from the well will be
monitored to determine when fluid from the well stabilizes. Based on the stimulation
history of the Burns Harbor injection wells, the formation will be acidized with 10%
hydrochloric (HCI) acid and regular strength mud acid (12% hydrochloric acid and 3%
hydrofluoric acid). The formation will be acidized with approximately 9,000 gallons of
10% HCI acid and 10,000 gallons of mud acid. The acid treatment will be pumped in
stages through the coiled tubing while working the coiled tubing up and down across
the open hole interval.

The stimulation fluids, movable fines and solids will be removed from the well
by jetting using coiled tubing and nitrogen. The well will be jetted until the formation
fluids recovered from the well stabilize. The pH, conductivity and temperature of the
fluid recovered from the well will be monitored to determine when fluid from the well
- stabilizes. Approximately 60,000 gallons of fluid will be recovered from the well.

The waste water generated during the jetting of the well will be transferred to a
licensed hazardous waste disposal company for final disposal. Burns Harbor will
dispose of any solids generated during the stimulation and jetting of the well by an
appropriate method. The actual procedure that will be used is as follows:

STIMULATION PROCEDURE

1. Pick up an inflatable packer on the drill pipe. The inflatable packer will be run
in the well on the drill pipe and set in the base of the Hastelloy casing PBR at
about 2,755 feet. The drill pipe will be supported from slips on the surface.
The drill rams on the blowout preventers will be closed on the drill pipe.

2. The annular space between the drill pipe and 9 5/8-inch casing will be filled
with water. The annular space will be pressure tested to 1,000 psi to verify the
setting of the inflatable packer.

3. Set up coiled tubing unit, fluid pumper and nitrogen pumper. The coiled tubing
unit will be rigged up to run the coiled tubing through the drill pipe. Prepare to
clean out the wellbore by commingling nitrogen and water down the coiled
tubing. :

4. Back flow the fluids from the well to frac tanks for storage. The frac tanks will
be manifolded together for fluid storage. Establish good fluid returns to the frac
tanks before going below 1,000 feet. Nitrogen and fresh water will be



an Appendix IX parameter list analysis performed on the waste ammonia liquor in 1993.

ATTACHMENT | - FORMATION TESTING PROGRAM
USDW DETERMINATION

The lowermost USDW was verified by extensive formation fluid testing during the
installation of the Galesville Sandstone monitor well at the Burns Harbor Division during
1995. The interface of the Sliurian-Devonian and the top of the Marquoketa Shale is
designated as the base of the lowermost USDW. No additional testing to determine the
base of the USDW is planned during the installation of WAL/SPL-1.

FORMATION FLUID SAMPLING - PRESSURE DETERMINATION

The Galesville Sandstone monitor well is completed in the first porous and
permeable formation overlying the confining zone. This well monitors formation pressure
continuously and has been sampled periodically since late 1995. The well is currently
sampled on a quarterly basis. Since formation fluid from this interval is regularly recovered

and analyzed, no additional formation fiuid sampling from the Galesville is planned during
the installation of WAL/SPL-1.

During installation of WAL/SPL-1 fluid sampling at a depth of approximately 2580
feet to 2620 feet will be performed in the 12-1/4" hole in the upper Mt. Simon Sandstone
(within the containment interval portion of the injection zone). Following completion of the
fracture gradient testing (discussed later), a straddle packer element will be utilized to
isolate the 40 foot interval in the upper Mt. Simon and the drill pipe will be jetied with air
or nitrogen to induce fluid flow to the surface. Following stabilization of temperature, pH,
specific gravity and conductivity for the recovered fluids, a sample will be collected for
laboratory analysis. The sample will be analyzed for the following parameters to
characterize the formation fluid:

Acidity

Ammonia as N
Chloride

Total Cyanide

Total Phenols

pH

Total Dissolved Solids
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Sulfate

TKN
Bicarbonate
Carbonate
Specific Gravity
Conductivity
Iron
Magnesium
Sodium
Calcium
potassium
strontium
Benzene
Naphthalene

This list of parameters is identical to that sampled from the Galesville Sandstone
monitor well.

The fluid level in the drill pipe will be allowed to stabilize following the cessation of
jetting or air lifting and the static fluid level will be determined. From this measurement and
knowledge of the specific gravity of the fluid in the drill pipe, the formation pressure in the
upper Mt. Simon Sandstone will be calculated.

Later in the well installation program, after the long string casing is set into the
lower Mt. Simon Sandstone (injection interval), formation fluid will be recovered by jetting
or airlifting the well during the formation clean procedure. Following stabilization of the
recovered fluids based on temperature, pH, specific gravity and conductivity
measurements at the surface, a fluid sample will be received for laboratory analysis. This

sample will be analyzed for the same parameters as was the earlier sample from the upper
Mt. Simon Sandstone.

CORE TESTING

No cores are planned tc be recovered during the WAL/SPL-1 well installation since
sufficient data is available from the Galesville Monitor Well and Midwest Steel injection
wells.
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INJECTION INTERVAL FRACTURE GRADIENT DETERMINATION

The procedure for conducting in-situ stress measurements within the Mt.Simon
formation at the BSC facility is detailed below. A microfrac test has been designed that will
accurately determine the minimum principal stress which équals the fracture closure
pressure. Downhole shut-off and downhole pressure gauges will be used in all testing to
acquire accurate and interpretable data. Three intervals spaced over the entire open hole
injection interval of the lower Mt. Simon formation are proposed for the testing. These
intervals will be chosen after evaluation of the open hole logs of the Mi. Simon injection
interval. Multiple locations within the Mi. Simon will be selected for obtaining
representative stress measurements throughout the interval and to have sufficient data if
the recorded data at one or more of the stations proves unreliable due to downhole
equipment failure or surface recording malfunctions.

The testing operations will be conducted after the completion of the drilling
operations but prior to setting the 9-5/8-inch long string casing and 8-5/8-inch hastelloy
casing extension and polished bore receptiacle.

1. Required equipment will include a set of inflatable straddle packers, downhole
memory gauge, downhole standing valve shut-off device, surface recording
downhole pressure gauge, flow meter, high pressure/low volume pump, wireline
unit, and appropriate recording capabilities for flow rate and pressure.

2. Run in the hole with the straddle packers on the drill pipe. The memory gauges will
be located in a perforated sub below the lower packer.

3. Rig up a wireline unit and run a gamma ray log with casing collar locator through the
drill pipe for depth control.

4. Set the straddle packers at the appropriate depth within the Mt. Simon.

5. Run in the hole with the surface readout bottomhole pressure gauge and standing
valve and set in position at the standing valve seat. '

6. Conduct a filtration test and determine the borehole leakoff rate. This data will be
used to calculate the optimum pumping rate for in-situ stress measurements.
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7. Constant rate injection into the straddled interval will be initiated at the rate
calculated from the filtration test. The injection will be continued for a short period
of time (typically 10-20 minutes). The total injection time is dependent on the total
amount of the straddle interval thickness.

8. The minimum principal stress will be determined from the analysis of the pressure
decline after shut-in. .

9. Steps 7 and 8 will be repeated a minimum of three times at each test depth.

10.  After confirmation that adequate analyzable data on the in-situ stresses has been
acquired, pull the standing valve and surface readout gauges out of the drill pipe.
Pull the drill pipe and straddle packers out of the hole. Release all equipment and
proceed with the completion of the well.

INJECTIVITY / FALLOFF TESTING
Injectivity / falloff testing (ambient monitoring) will be performed after installation of
the long string casing and well stimulation according to the following general procedures.

1. Move in logging unit and pump truck and set up to run an injectivity / falloff test.
The test will be monitored with a surface readout bottomhole pressure and
temperature gauge. The gauge will be set in the well at 3,500 feet. The botiom
hole pressure and temperature during the testing will be monitored and recorded
during the test. '

Note: Wells WAL #1 and WAL #2 must be under either constant rate injection or
shut- in beginning not less than 12 hours prior to the WAL/SPL-1 testing.
The operational status of these wells must be maintained throughout the
WAL/SPL-1 test operations.

2. After recording approximately one hour of bottom hole pressure and temperature
data to insure that the down hole gauges have stabilized, start injection of lake
water to the well. A constant injection rate will be selected and maintained between
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150 gpm and 300 gpm for the testing. The surface injection pressure at the
wellhead will not exceed the permitted maximum injection pressure as calculated
using the data from the fracture gradient determination. The constant rate injection
period will be maintained for approximately 18 hours.

3. Stop injection to the well after approximately 18 hours of injection. Continue to
monitor the bottom hole pressure and temperature during the falloff portion of the
test. The falloff portion of the test is designed for approximately 24 hours.

4, Continue monitoring the bottom hole pressure and temperature at 3,500 feet until
adequate data is collected. Pull out of the well with the logging tools and release
the logging unit.

ATTACHMENT J - STIMULATION PROGRAM

Well stimulation will be performed following installation of the long string casing and
before the performance of injectivity / falloff testing. The proposed well stimulation
procedure is as follows:

A coiled tubing unit will be used for the well stimulation. The stimulation will include
the following tree steps: :
Jetting with coiled tubing and nitrogen
Acid treatment through coiled tubing
Jetting with coiled tubing and nitrogen

The well will be jetted with coiled tubing and nitrogen before acidizing to remove as
much drilling induced damage as possible. The well will also be jetted using nitrogen until
stable samples of formation fluid are recovered from the formation. The pH, specific
gravity, conductivity and temperature of the fiuid recovered from the well will be monitored
to determine when fluid from the well stabilizes. After stabilization, 20 gallons of fluid from
the formation will be collected for laboratory analysis. The fluid will be analyzed for the
same parameters as the sample collected earlier from the upper Mt. Simon Sandstone
(Galesville Monitor Well parameter list). The large sample is required since it may be used
later to conduct compatibility testing with WAL and SPL. A minimum of 40,000 gallons of
fluid will be jetted from the well before collecting the sample.
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Based on the stimulation history of the BSC injection wells, the formation will be
acidized with 10% hydrochloric (HCI) acid and regular strength mud acid (12% hydrochloric
acid and 3% hydrofiuoric acid). The formation will be acidized with approximately 9,000
gallons of 10% HCI acid and 10,000 gallons of mud acid. The acid treatment will be
pumped in stages through the coiled tubing while working the coiled tubing up and down
across the open holed interval.

The stimulation fluids, movable fines and solids will be removed from the well by
jetting using coiled tubing and nitrogen. The well will be jetted until the formation fluids
recovered from the well stabilize. The pH, specific gravity, conductivity and temperature
of the fluid recovered from the well will be monitored to determine when fluid from the well
stabilizes. Approximately 60,000 gallons of fluid will be recovered from the well.

The waste water generated during the jetting of the well will be transferred to a
licensed hazardous waste disposal company for final disposal. BSC will dispose of any
solids generated during the simulation and jetting of the well by an appropriate method.
The actual procedure that will be used is as follows:

STIMULATION PROCEDURE

i & Pick up an inflatable packer on the drill pipe. The inflatable packer will be run in the
well on the drill pipe and set in the base of the Hastelloy casing PBR at about 2755
feet. The drill pipe will be supporied from slips on surface. The drill rams on the
blowout preventers will be closed on the drill pipe.

2. The annular space between the drill pipe and 9-5/8-inch casing will be filled with
water. The annular space will be pressure tested to 1,000 psi to verify the setting
of the inflatable packer. '

3. Set up coiled tubing unit, fluid pumper and nitrogen pumper. The coiled tubing unit
will be rigged up to run the coiled tubing through the drill pipe. Prepare to clean out
the wellbore by commingling nitrogen and water down the coiled tubing.

4, Back flow the fluid from the well to frac tanks for storage. The frac tanks will be
manifolded together for fluid storage. Establish good fluid returns to the frac tanks
before going below 1000 feet. Nitrogen and fresh water will be commingled down
the coiled tubing if necessary to remove the solids from the wellbore. The fill or
soilds from the wellbore will be removed to total depth. The well will be jetted until
the returns are sufficiently clean to stop the jetting.
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10.

11.

12.

13.

14.

After the fill is removed from the wellbore and the retumns cleanup, stop pumping
nitrogen and continue pumping fresh water. Flush the coiled tubing and well
casings with fresh water.

NOTE: The waste water and spent acid treatment fluids recovered from the
well clean out will be disposed of by transferring to a licensed disposal
company.

The open hole injection interval will be acidized through coiled tubing with
approximately 9,000 gallons of 10% HCI acid and approximately 10,000 gallons of
mud acid (12% HCI acid and 3% hydrofluoric acid).

Displace acid out of coiled tubing with one coiled tubing volume of fresh water.
Allow the acid to soak for approximately one (1) hour.

Displace acid out of the wellbore and into the formation with fresh water by pumping
down both the coiled tubing and drill pipe.

Prepare surface equipment to jet the well back to frac tanks using coiled tubing and
nitrogen. The frac tanks will be manifolded together for fluid storage.

Go in the well with the coiled tubing pumping nitrogen at approxiniately 300 SCFM
through the coiled tubing. Establish good fiuid returns to the frac tanks before going
below 1,000 feet. Back flow fluid recovered to frac tanks while running in the well
with the coiled fubing to the total depth. The well will be jetted for approximately 12
hours or until the returns cleanup.

Continue back flowing the well using coiled tubing and nitrogen. After the returns
from well clean up or the waste water storage limit is reached, stop pumping
nitrogen and switch to pumping fresh water down the coiled tubing. Circulate the
well until all of the nitrogen is circulated out. Check for fill in the wellbore. Pull out
of the hole with the coiled tubing.

Cleanup location and release the stimulation equipment. The waste water and spent
acid treatment fluids recovered from the well clean out will be disposed of by
transferring to a licensed disposal company for final disposal.

Release the inflatable packer. Pull out of the well with the drill pipe and inflatable
packer. :
Cleanup and releass, frac tanks, hoses and pumps.
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ATTACHMENT K - INJECTION PROCEDURES

WAL and SPL are generated and treated prior to injection as described in the BSC
1997 UIC Permit Applications, Section K. Appropriate piping and controls will be added
to the system to bring the WAL or SPL to the WAL/SPL-1 well.

An additional filtering stage has been added to the SPL surface facilities (Note: the
new filter system was not included in the BSC 1997 UIC Permit Applications). In an
attempt to limit formation damage in the injection interval, a new polishing filter consisting
of a Hayward polypropylene tri-plexed sock filter housing, utilizing 1 micron filter bags, has
been added to the SPL flow line down stream of the leaf filters. All control valves are
constructed of CPVC with viton seals. This filter unit is intended to capture any
diatomaceous earth pre-coat, or other particulate materials that bypass the leaf filters prior
to entering the injection wells. Figure 3-2 is a diagram of the new filtering unit. Figure 3-3
demonstrates the location of the new filter unit in the SPL treatment system. For injection
of SPL into the proposed WAL/SPL-1 well, the SPL will be transported via rail or truck, after
filtering, to the location of the well.

WAL/SPL-1 will utilize a seal pot system, pressurized with a nitrogen blanket, to
maintain the required pressure on the annulus between the injection tubing and the well
casing strings. Annulus pressure is continuously monitored and recorded. All other BSC
injection wells operate in this manner. Data may be recorded digitally by a computerized
system.

Bethlehem Sieel will utilize automatic alarms and automatic shutdowns on the
WAL/SPL-1 well in case of high injection pressure, low annulus pressure or low annulus
vs injection pressure differential. '

Proposed WAL/SPL-1 will be designed to handle injection of both WAL and SPL.
However, when the well is in service it is expected that either WAL or SPL will be injected
for relatively long continuous periods of time. The well will not be switched back and forth
rapidly between the two waste streams. A buffer of fresh water will be injected between
changes in injectate stream from WAL to SPL in order to minimize direct mixing in the
injection interval formation.
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May 10, 2005
Ref: PF/UIC/DW

ISG Burns Harbor, LLC,
Pre-Draft UIC Permit Nos. IN-127-1W-0001, 0003, 0004 and 0007

Attachment 8 - Injection Procedures




ATTACHMENT N - CHANGES IN INJECTION FLUID (Applies to Class Il Wells Only)

ATTACHMENT O - PLANS FOR WELL FAILURES

In order to protect human health and the environment, mechanical integrity of a
waste injection well must be maintained. In the event that a loss of mechanical integrity
is suspected by the operator the following steps will be implemented for all Bethlehem
injection wells.

1e The operator will immediately begin ic safely shut in the well using the
normal shut down procedure.

2 The operator will notify designated Bethiehem Steel personnel of the
suspected well failure and shut down.

3. The designated Bethlehem Steel personnel will be responsible for
notification of Federal and State regulatory agencies as required by the well
permit.

4, The United States Environmental Protection Agency, Region 5, will be
notified of the suspected well failure and resultant shut down as required by
permit conditions.

5. The mode of well failure will be identified.

6. A remedial plan will be prepared to determine what investigations and

actions will be undertaken.

¢ The remedial plan will be submitted to Federal and State regulatory agencies
for approval before beginning any remedial action.

8. Upon authorization, the remedial plan will be implemented.
ALTERNATE DISPOSAL OR STORAGE

In case of well failure while injecting WAL, either WAL-1 or WAL-2 is available for
injection service as a backup.
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In case of well failure while injecting SPL, SPL-1 will either be available for injection
or spent pickle liquor will be stored on site (if possible), transferred to a truck loading
station for sale as a substitute for a commercial product, or shipped off site for
proper disposal.

ATTACHMENT P - MONITORING PROGRAM
Monitoring for the WAL/SPL-1 well will be carried out in the same manner as that
described for SPL-1 in the BSC 1997 UIC Permit Applications, Section P.

ATTACHMENT Q-PLUGGING AND ABANDONMENT /POST CLOSURE CARE PLANS
The plugging and abandonment plan for the WAL/SPL-1 well is as follows.

WAL/SPL-1
Permit No. IN-(to be assigned)

1. Obtain approval from the regulatory agency prior to commencing operations.
Conduct the required mechanical integrity testing and ambient monitoring testing
and submit the test data to the regulatory agency.

2. Move in and rig up a workover rig.

3. Flush the wellbore with water. The total flush volume will be a minimum of three
wellbore volumes.

4. Dismantle the wellhead and install blowout preventers.

B, Remove the injection tubing and seal assembly.

6. Place Class “A” cement in the openhole interval from the top of fill to 2,787 feet.
The cement will be balanced in place in stages.

7. Place acid resistant cement from the top of the Class “A” plug to the bottom of the
Eau Claire formation at approximately 2540 feet.

8. Wait on cement for 48 hours.

9. Fill the casing (9-5/8-inch casing) from the top of the acid resistant cement to 3 feet

below the surface with Class “A” cement. . This top plug will be pumped in 500-
1,000 feet stages and balanced in place. An appropriate length of the workstring
will be pulled and laid down. The workstring will be reversed circulated to confirm
that it is still in cement from the previous stage and the process will be repeated
until the cement is 3 feet below the surface.

10. Rig down and move out the workover equipment.
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11.  Wait on cement for at least eight hours.
12. Cut off the casing 3 feet below ground level. Weld a steel plate on top of the
casing. The steel plate should be inscribed with the following information:
Bethlehem Steel Corporation
WAL/SPL-1
Permit No. IN- (to be assigned)
P& A ___ .

COST ESTIMATE FOR PLUGGING AND ABANDONMENT OF WAL/SPL-1
The estimated cost for plugging and abandoning the proposed new well is
$190,000.

POST CLOSURE CARE PLAN

The procedures for post closure care described herein are to be initiated upon
permanent cessation of injection, and closure (plugging and abandonment) of Bethlehem
Steel's Injection Well, WAL/SPL-1, at the Burns Harbor Division in northern Indiana. This
procedure is in accordance with the requirements of 40 CFR 146.72 regarding post-
closure. Any proposed significant revisions to this plan over the life of the well will be
submitted not latter than the date of the closure report required under 40 CFR 146.71 (a)
(7) (c).

The following information is a required part of the post closure plan: -

1) Pressure in the injection zone before injection began:
The original pressure in the injection zone prior to the initiation of injection
activities was measured during the construction of each existing BSC well.
The pre-injection pressures for Bethlehem’s existing wells were as follows:

Well Pressure (psi) Depth(ft) Gradient (psi/ft)
SPL-1 1365 3250 0.42

WAL-1 1429 3402 0.42

WAL-2 1432 3410 0.4199
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The pre-injection pressure in the injection zone at a depth of 2180 ft would
be 915.5 psi. Static reservoir pressure will be measured in WAL/SPL-1
during the completion of the well. A static pressure will be measured after
an appropriate amount of stabilization time after completion of drilling.

2) Anticipated pressure in the injection zone at the time of closure:

Modeling performed for the Bethlehem petition demonstration indicated the
maximum pressure increase in the injection zone following a twenty year
future operational period at maximum rates and pressures would be 300 psi
(Intera Technologies Modeling Report, Figure-7). Therefore, the anticipated
pressure in the injection zone in the year 2007 is expected to be
approximately 1215.5 psi at a depth of 2180 feet.

3) The predicted time until pressure in the injection zone decays to the point that the
well's cone of influence no longer intersects the base of the lowermost USDW:

Pressure decay in SPL-1 is nearly instantaneous following well shut down,
therefore the decay time will be calculated based on the WAL wells.

From the time injection ceases, it is expected to take approximately 70.89
hours until the cone of influence from the WAL wells no longer exists. This
is based on the same assumption used in the petition modeling, that all
waste ammonia liquor in the past and future, is injected into a single well.

The injection induced reservoir pressure after injection ceases can be described by
the following equation:

rearranging:

i + At
Ap = 162.6 9Y |og| 2
4 kh g[ At ]

t

At = p
: Ap kh
antil — -1
og[ 162.6q ¢ ]
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A = pseudo-injection time of 256,045 hours (10,669 days)
Ap = 106 psi reservoir pressure increase required to cause a cone of
influence to exist (from petition modeling)
q = maximum WAL injection rate of 8,229 barrels/day (240 gpm) -
kh

44,908 md-ft/cp (transmissivity product from March, 1996 WAL-1 test)

At = il = 70.8%hours = 2.95 days

antilog| — % 44008| - 1
162.6 x 8,229

The pseudo-injection time includes the historical period which encompasses both
injection (at various rates) and shut-in periods, and the future injection period at an
assumed constant rate. The pseudo-injection time that represents the end of the year
2007 is calculated as follows:

Historical Volume + Future Volume _ Vi * Vg

Final Stabilized Injection Rate 0

Historical injection volumes through October 7, 1997 for Bethlehem’s wells are as follows:

WAL-1 1,000,238,386 gallons
WAL-2 1,231,619,909 gallons
SPL-1 162,218,793 gallons
Total 2,394,077,088 gallons

Vy = 2,394,077,088 gallons through October 7, 1997 (for added
conservatism, this assumes that all WAL and SPL historical volumes
had been injected into a single well)

Ve = 1,292,976,000 gallons October, 1997 through December 31, 2007 at
a continuous 240 gallons per minute rate
Q = 240 gals/min x 60 min/hr (permitted maximum rate) = 14,400 gallons

per hour
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4)

5)

6)

2,394,077,088 + 1,292,976,000

= 256,045 hours = 10,669 days
14,400 g o

Predicted position of the waste front at closure:
The predicted position of the waste front at the time of well closure (the year
2007 in the Bethlehem petition demonsiration) is approxirately 2344 feet
from the WAL wells and 1295 feet from SPL-1 (Intera Technologies Modeling
Report, Table-14).

Status of any cleanups required under 40 CFR 146.64:
The cited regulation concerns corrective actions for wells within the area-of-
review. No corrective actions are currently underway or planned within the
Bethlehem Steel AOR

Estimated costs of post closure care:
The estimated costs of post closure care are $2,500.

Upon closure of any of Bethlehem Steel's injection wells , Bethlehem shall:

1)

2)

3)

Continue and complete any cleanup action required under 40 CFR 146.64, if
applicable.

Continue post closure maintenance and monitoring of any ground water monitoring
wells required under the applicable permits until pressure in the injection zone
decays to the point that the injection well's cone of influence no longer intersects the
base of the lowermost USDW (top of the Marquoketa Shale).

. Submit a survey plat map to the local zoning authority designated by the Director,

and to the Regional Administrator of the Region 5 USEPA office. The survey plat
map shall indicate the location of the closed well relative to permanently surveyed
benchmarks.
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4) Provide appropriate notification and information to state and local authorities that
have cognizance over drilling activities to enable them to impose such appropriate
conditions on subsequent drilling activities that may penetrate the well’s confining
or injection zone.

5) Retain, for a period of three years following well closure, records reflecting the
nature, composition and volume of all injected fluids. The Director shall require
Bethlehem Steel to deliver the records to the Director at the conclusion of the
retention period, and the records shall thereafter be retained at a location
designated by the Director for that purpose.

6) Upon closure of the well in accordance with the approved closure plan, Bethlehem
Steel shall record a notation on the deed to the facility property, or on some other
instrument that is normally examined during title search, that will in perpetuity
provide any potential purchaser of the property with the following information:

a) The fact that the land has been used to manage and dispose hazardous
waste(s) in deep wells,

b) The name(s) of the state agencies and/or local authorities with which the
survey plat map was filed, and the address of the regional USEPA office to
which it was submitted.

c) The type and volume of waste injected, the injection interval or intervals into
which it was injected, the name(s) of the generator(s) of the waste and the
time pericd over which the injection occurred.

Bethlehem Steel shall comply with the post closure financial assurance
requirements of 40 CFR 146.73, and acknowledges that the obligation to maintain
financial responsibility for post closure care survives the termination of the UIC Permit(s)
or the cessation of injection.
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ATTACHMENT R - NECESSARY RESOURCES
The plugging and abandonment cost estimates for Bethlehem Steel's
injection wells as of February 1999 are as follows:

SPL-1 $166,900
WAL-1 $96,900
WAL-2 $96,900

WAL/SPL-1 $190,000 (proposed well)

Additionally, the February1999 cost estimate for plugging and abandoning the
Galesville Sandstone Groundwater Monitoring Well is $89,300. Documentation regarding
how these values were calculated is included in Appendix B.

Based on the above, a total of $450,000 is required to plug and abandon the three
existing injection wells and the deep groundwater monitoring well. Bethlehem currently
has in place a trust agreement with a 1998 value of $463,748 to cover the plugging and
abandonment costs of the existing wells. As stated in the BSC 1997 UIC Permit
Applications, Section R and Appendix D, Bethlehem wishes to replace the existing trust

agreement with an alternative financial assurance mechanism as provided under 40 CFR
Section 144.63.

Prior to permit issuance, Bethlehem will define the desired altemative mechanism,
including the financial test and corporate guarantee for plugging and abandonment
alternative. The selected mechanism will be used for all the existing injection wells, the
proposed WAL/SPL-1 well and the Galesville Sandstone Groundwater Menitor well and
will cover the total projected plugging and abandonment costs of $640,000,

ATTACHMENT S - AQUIFER EXEMPTIONS (Not applicable at BSC)

ATTACHMENT T - EXISTING EPA PERMITS

A summary of past and existing environmental permits for the Bethlehem Steel
Burns Harbor Division facility were included in the BSC 1997 UIC Permit Applications,
Section T and Table T-1. That tabulation remains current.
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ATTACHMENT U - DESCRIPTION OF BUSINESS
The information required for inclusion in this attachment was provided in the BSC
1997 UIC Permit Applications, Section U. That material remains current.

ATTACHMENT V - PRIOR RELEASES
(from USEPA Region 5§ Michigan / Indiana Permit Application Checklist for
Class | Injection Wells)

Requested maximum permitted surface injection pressures for WAL/SPL-1 are to
be based on the fracture gradient testing that will be performed during installation of the
well. The new well is to be constructed for injection into the lower Mt. Simon Sandstone,
below the B-Cap Shale.

The BSC 1997 UIC Permit Applications documented in Section V injection pressure
information for the existing BSC injection wells.

Between 1963 and 1986, SPL-1 was completed to inject into the Lower Eau Claire
Formation and the entire thickness of the Mt. Simon. Following a 1986 recompletion, the
well has injected only into the lower Mt. Simon Sandstone, below the B-Cap Shale. The
lower Mt. Simon, below the B-Cap Shale is the injection interval requested in this permit
application for WAL/SPL-1.

Between 1968 and 1990, WAL-1 and WAL-2 were completed to inject into the entire
thickness of the Mt. Simon. Following a 1990 recompletion, the wells have injected only
into the lower Mt. Simon Sandstone, below the B-Cap Shale. The lower Mt. Simon, below
the B-Cap Shale is the injection interval requested in this permit application for WAL/SPL-
1. -

No releases of injectate from any of the Bethlehem Steel injection wells are known
to have occurred into non-permitted intervals.
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ATTACHMENT W - ADDITIONAL INFORMATION
(from USEPA Region 5 Michigan / Indiana Permit Application Checklist for
Class | Injection Wells)

The proposed new well, WAL/SPL-1, will inject hazardous waste with the listed
Waste Code K062 (Spent Pickle Liquor from iron and steel production). The well will also
inject waste ammonia liquor which is characteristically hazardous (toxic) due to selenium,
benzene and pyridine concentration (Waste Codes D010, D018 and D038, respectively).

The Land Disposal Restriction deadline for waste ammonia liquor which contains
selenium was May 8, 1990. The Land Disposal Resiriction deadline for Spent Pickle
Liquor was August 8, 1990. The ban on benzene and pyridine was effective for deep well
injection on April 8, 1998.

The Bethlehem Steel Burns Harbor Division has an approved petition for exemption
from the land disposal restrictions on hazardous waste injection under the Hazardous and
Solid Waste Amendments to RCRA pursuant to the regulations set forth at 40 CFR Part
148. The exemption was effective on August 1, 1990. A petition modification in 1993
included the benzene contained in the waste ammonia liquor stream under the exemption.
A modification in 1998 included the pyridine contained in the waste ammonia liquor stream
under the exemption. Bethlehem Steel continues to operate its injection wells in
compliance with the exemption conditions.

During the installation of WAL/SPL-1 testing will be performed to gather additional
data to support that information already included in the petition demonstration. A
significant test will involve the determination of the site specific fracture gradient pressure
in the lower Mt. Simon Formation (injection interval).

WASTE MINIMIZATION

A significant proportion of the spent pickle liquor generated during the finishing of
steel products is sold commercially. Only that portion that cannot be sold is to be injected
into SPL-1 or proposed WAL/SPL-1. Bethlehem continues to try and expand the market
for its spent pickle liquor in order to minimize underground injection volumes. In addition,
Bethlehem is currently exploring alternative recycling options for SPL, including
hydrochloric acid regeneration. It is anticipated that an alternative recycling option will be
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in place at the time the proposed well is constructed.

Coke oven gases and waste ammonia liquor generated during the production of
coke from coal is subjected to several rounds of recycling and processing to reduce its
overall volume. A principal contaminate in coke oven gas, ammonia, is largely removed
from the process stream by scrubbing with sulfuric acid to form ammonia sulfate, which is
crystallized, recovered and sold as a by product. Gases from the coke ovens that contain
light hydrocarbon fractions are primarily burned as fuel within the plant. -

Excess water is evolved from coal during the coking process. Following several
recirculations through the coke oven gas cooling system, excess liquids are removed from
the circulation system for further treatment, or disposal through the WAL or proposed
WAL/SPL-1 wells.
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SPL TREATMENT SCHEMATIC

Flow Direction

/—Temperature Gauge

Filter Feed Pumps
{Normally 1 in operation,
SPL from #1 & #2 2 on standby)

Continuous Hydrochloric ——— Cj , "
Acid PicklinfLines —N—QHX]— 700 gals é?] 1 Micron Sock Filters (Triplexed)

' Pressure Leaf Filters Flow Direction
%_g—w%aﬁgm (1 operating, 1 standby) @_
e — 1
NOTES: Pressure Gauge
1. Flowrate, Temperature, Injection Pressure, Flow Meter
Annulus Pressure and Seal Pot Level are
continuously recorded on a sirip chart and
7} DE—

digitally saved. ;

2. All compilance parameters are alarmed and/or e SE—

confrolled through a computer based automatic Flow Direction

control system. Wellhead - Nmm 3upply Annulus Pressure To either rail or
truck loading for

Pressurized Annulus — WAL/SPL #1, or
off-site fransfer.

SPL/Lakewater Injection Tubing
Seal Pot Liquid Level

Protection Casing —

Tubing to Casing Seal ——
o

Injection Interval — Annulus Fluid

— Seal Pot with
Mineral Oil and
Nitrogen Blanket
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BSC, SPL TREATMENT SCHEMATIC
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FIGURE 3-5

BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WELL HEAD WAL/SPL -1
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September 18, 2001
Ref: PF/UIC/DW

Bethlehem Steel Corporation
Burns Harbor Division

Additional Information for WAL/SPL Well Application
UIC Permit Number IN-127-1W-0007

Attachment 3 - WAL/SPL Well Management Conceptual Design
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Bethlehem Steel Corporation
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Additional Information for WAL/SPL Well Application
UIC Permit Number IN-127-1W-0007

Attachment 4 — Waste Minimization Certifications




September 18, 2001
Ref: PF/UIC/DW

Waste Ammonia Liguor Waste Minimization Certification

Waste Ammonia Liquor (WAL) is generated as a by-product of
the coking operation. Coal is the input to the coke operation
and coke, coke oven gas and coal tar are the principal outputs.
The WAL is recirculated in a closed-loop recycle system and 1is
used to cool and cleanse the coke oven gas produced. The clean
coke oven gas is used as a fuel throughout the plant.

Excess water is introduced into the closed-loop WAL system
primarily as a result of the liberation of moisture, which is
contained within the coal, during the coking process. The excess
WAL is removed from the closed-loop system and disposed via the
deepwells.

Bethlehem has also actively pursued eliminating any
additional sources of water that could potentially enter this
closed-loop system. These types of activities have included:

¢ Replacing the steam aspiration system at the No. 2 Coke
Oven Battery with high-pressure WAL aspiration.

e Using WAL to cool the seals on the WAL recycle pumps
rather than lake water.

These activities have significantly reduced the volume of
WAL injected by reducing the potential sources of fresh water
addition to the closed-loop recycle system. For example, the
average daily amount of WAL injected into the deepwells in 1996
was about 244,000 gallons. In 2000, the daily amount injected
averaged about 191,000 gallons. Bethlehem will continue to watch
the amounts of WAL disposed and evaluate if further waste
reduction methods can be implemented.



September 18, 2001
Ref: PF/UIC/DW

Spent Pickle Ligquor Waste Minimization Certification

Spent Pickle Liquor (SPL) is generated as a by-product of
the steel sheet pickling operation. The continuous pickling
operation uses a hydrochloric acid solution, in a cascading
(e.g., counter-current flow) system, to remove scale and rust
from the steel strip prior to further finishing.

SPL is a listed hazardous waste (40 CFR 261, Code K062)
when disposed. The SPL contains a high percentage of iron, some
trace metals consistent with the composition of the steel belng
pickled, chloride salts and some free hydrochloric acid. The SPL
has a relatively high specific gravity (typically 1.20 to 1.30).

The Burns Harbor division generates a very clean SPL with
very low concentrations of trace metals. This makes the material
ideally suited as a substitute for commercial products that are
used at municipal wastewater treatment plants for sludge
conditioning and phosphorous removal.

Bethlehem Steel continues to actively pursue the sale of
this by-product to municipal wastewater treatment plants. Only
that portion of the SPL that cannot be marketed as a by-product
1s injected into the deepwell.
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Bethlehem Steel Corporation
Burns Harbor Division

Additional Information for WAL/SPL Well Application
UIC Permit Number IN-127-1W-0007

Attachment 5 — Facility Map
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ISG Burns Harbor, LLC.
Construction Details for UIC Permit No. IN-127-1W-0007

Attachment 2 - Construction Procedures and Construction Details (Clean
Version)




Revision 5
May 2007
After the conductor is in place, a suitable drilling rig will be moved to location and rigged up. A
flow line connecting the steel solids control and drilling fluid tanks into the side of the conductor will be
welded in place. The rig will utilize a closed loop mud system during drilling. All generated cuttings
above the injection interval will be collected in steel pits and dewatered for disposal on site. Fluids will
be collected and properly disposed using either the existing wells or an off-site disposal service.

Following rig up, a 26" hole will be drilled from the surface to 1245 feet through the glacial
deposits and approximately 45 feet into the top of the Silurian-Devonian formation. A 20" threaded and
coupled conductor will be run in the hole and cemented using conventional cement circulation techniques.
A cement volume of no less than 50% excess of the calculated hole volume will be pumped initially. If
the cement top falls back after cementing, the annulus will be filled with additional cement by the tremie
method. The casing will remain hung from the rig for a minimum of 12 hours to allow the cement to cure
without disturbance.

SURFACE CONDUCTOR.
Surface to +245 feet

20", J-55 or K-55, 94 Ibs/ft, 8rd, ST &C (or equivalent)
Internal Diameter:  19.124 inches
Drift Diameter: 18.936 inches
O.D. of Coupling:  21.000 inches

Collapse: 520 psi
Body Yield: 1,480,000 pounds
Internal Yield: 2,110 psi
Joint Strength: 784,000 pounds
SURFACE CONDUCTOR CEMENTING EQUIPMENT
Item # Oty Description
, 1 20" guide shoe with float
2 1jt. 20", 94 Ibs/ft, J or K-55, 8rd, ST&C
2 Steel spring centralizer, 1- 10’ above shoe, 1-10' below collar
3. 1 Float collar sub_
4, 5 jts. 20", 94 Ibs/ft, J or K-55, 8rd, ST &C
2 Steel spring centralizer, 1- between joints 3&4, 1- between joints
1&2
Note relative to all cementing:

All capacities, volumes, pipe weights, diameters, etc. were obtained from Halliburton Cementing
Tables per standard API practice.

SURFACE CONDUCTOR CEMENT:

Casing; 207, J-55 or K-55, 94 Ibs/fi, ST&C
Cement: Class A with 2% Calcium Chloride
Size Volume Constant
Hole Diameter: 26" 3.69cufi/infi
Capacity of open hole annulus: 20" vs 26” 1.51 cu ft/In £t

Capacity of cased hole annulus: 20" vs 30" 248 cu fi/Inft
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13-3/8 inch, 54.50 pound/foot, J-55 or K-55 casing. The casing will include a float shoe, a float collar, an
external casing packer (optional), a cementing stage tool (optional), and sufficient spring steel centralizers
to center the casing in the hole. The two stage cementing procedure and the external casing packer are
included in the procedure to address potential lost circulation in the Trenton formation. If the lost
circulation zone is not encountered, ISG may elect to perform a single stage cement job and not install the
external casing packer and cementing stage tool in the casing string. The casing will be circulated to clear
debris from the casing and hole. The first stage of the cement job is planned to utilize a minimum cement
volume equal to no less than 120% of the measured hele volume from total depth to approximately 900
feet. Class A cement with 2% calcium chloride is planned for this stage. After the cement is circulated
into place, the external casing packer will be inflated. This procedure will isolate additional cement
column pressure from being exerted on the Trenton formation. After inflating the external casing packer,
the cementing stage collar will be opened and any excess first stage cement will be circulated from the
annulus. The second stage cementing will be performed after the first stage cement is allowed to cure
approximately 6 hours to obtain initial compressive strength. A combination of light weight lead cement
and dense tail cement will be used to cement the second stage. Following the cementing procedure, the
casing will be hung from the drilling rig for a minimum of 12 hours.

SURFACE CASING:
Surface to +1200 feet

13-3/87, J-55 or K-55, 54.50 Ibs/ft, 8rd, ST &C (or equivalent)
Internal Diameter 12.615 inches

Drift Diameter: 12.459 inches
0.D. of Coupling: 14.375 inches
Collapse: 1,130 psi
Body Yield: 853,000 pounds
Internal Yield: 2,730 psi
Joint Strength: 547,000 pounds
SURFACE ING CEMENTING EQOUIPMENT:
Item# Oty Descripticn
1 13-3/8” guide shoe with float
2. 2jts 13-3/8”, 54.50 Ibs/fR, J or K-55, 8rd, ST&C
3 Steel spring centralizers, 1- 10° above shoe, 1-10' below collar,
1-middle of second joint
3. 1 13-3/8” float collar sub
4. 3jts - 13-3/8", 54.50 Ibs/ft, J or K 55, 8rd, ST &C
2 Steel spring centralizer, 1 - between joints 2&3, 1- between
joints 4&5
2 Canvas cement baskets on the 10' and 20' from the top of joint 6
5 2ijts  13-3/8”, 54.50 Ibs/ft, J or K-55, 8rd, ST &C
6. | 13-3/8” External Casing Packer
& 1 13-3/8” Cementing Stage Collar
8. 23 jts 13-3/8", 54.50 lbs/ft, J or K 55, 8rd, ST&C

7 Steel spring centralizers, 1 every third joint starting with the
top of joint 9
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Yield Per Sack: 2.06 cu fi/sk
No. of Sacks: 329 sacks
Surface Casing Cement
Second Stage Tail cement
Cement: Class A with 2% Calcium Chloride
Hole Diameter: 17-1/2" 1.67 cu ft/In ft
Capacity of open hole annulus: 13-3/8" vs 17-1/2"  0.69 cu fi/In ft
Capacity of cased hole annulus: 13-3/8" vs 20" 1.02 cu fi/In ft
Capacity of 13-3/8" Casing: 0.87 cu ft/In ft
Top (ft) Bottom (ft) Total (ft)
Cased open hole: 700 900 200 feet
Annular Volume 13-3/8" in 17-1/2": 138.92cu fi

Total: 13892 cu ft
20% excess: 27.78 cufi
Total volume: 166.70 cu ft

Yield Per Sack: 1.18 cu fi/sk
No. of Sacks: 142 sacks

After waiting 12 hours, the flow line and BOP's will be removed. A casing spool, hanger, and
seals will be installed. The BOP's and flow line will be re-installed. The Single Pass Temperature Log
will be run 12 to 36 hours after the completion of the cementing operations if cement returns are not
observed at the surface. After allowing a minimum of 48 hours cure time, a cement bond log with variable
density and a single pass temperature log (if cement returns are observed) will be run.

Cased Hole Logging Program "
Single Pass Temperature

Cement Bond with Variable Density

If the bond log records sufficient cement bond, work will continue. If insufficient cement
bonding is shown, a remedial cementing plan will be initiated before drilling out. The casing will be
pressure tested to 1000 psi for one hour. If the test pressure changes less than 3 %, the casing pressure
test will be considered acceptable. If the pressure test does not meet the requirements, the surface
pressure control equipment will be investigated to insure the source of the pressure loss is not on the
surface. The test will be repeated until the pressure loss is confirmed and quantified. If the casing will
not test, a test packer will be used to locate and quantify the leak. After locating and quantifying the
leak, a detailed plan will be designed to restore the mechanical integrity of the casing.

A 12-1/4 inch diameter drill bit will be used to drill out the float shoe, cement remaining in the
casing, and the guide shoe. A 12-1/4 inch hole will be drilled from 1,200 feet to the top of the
Precambrian Formation using water, gel sweeps, and possibly air assisted drilling techniques to keep the
hole clean of cuttings. The Precambrian is expected to be encountered between 4,300 feet and 4,400 feet.
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the compressional and shear wave travel times of the geologic formations. In combination with the bulk
density tool measurements, the dynamic elastic constants (Young's Modulus, Poisson's Ratio, Shear
Modulus) can be calculated from the sonic tool data. From the dynamic elastic constants, the far-field
stresses (tensile strength, overburden pressure, and fracture pressure) can be calculated and presented

as a “mechanical properties log” type display. The mechanical properties presentation can be calibrated
to core data and the results of the Mt. Simon open-hole injection interval fracture gradient tests.

A mechanical properties log (Baker Atlas X Mac Tool, Schlumberger’s Full Wave Form Sonic
Tool or other equivalent tool) will be run over the injection and confining intervals of the well. The log
will be processed to determine the rock properties discussed above.

The open hole injection interval will be isolated by installing a wireline set umbrella plug ata
depth of approximately 2,790 feet and then spotting sand and cement above the plug. Approximately 10
feet of sand fill will be spotted immediately above the plug in the wellbore. Then a balanced cement plug
will be spotted from 2,780 feet (top of sand) to approximately 2,740 feet. The cement will be allowed to
cure for a minimum of 8 hours. The cement top will be located and drilled down to the desired casing
setting depth of approximately 2,755 feet with a 12-1/4 inch bit on the drilling assembly.

Casing crews will be used to properly tighten the 9-5/8 inch protection casing while it is being
run into the wellbore. The protection casing will be run to a depth of approximately 2,755 feet. The
actual depth will be determined from the logs. The first section of casing will consist of a 9-5/8 inch
carbon steel float shoe, two joints of 9-5/8 inch casing, and a 9-5/8 inch carbon steel float collar. Then
approximately 16 joints of 9-5/8 inch casing will be run and a 9-5/8 inch cementing stage tool will be
installed in the string at approximately 2,050 feet. The remainder of the 9-5/8 inch casing will be installed
in the well. The well will be circulated clean. The lower section of the casing from 2,755 feet to 2,050
feet will be cemented with Class “A” cement. The upper section of casing from 2,050 feet to surface will
be cemented with a combination of Class A cement and Class A Lite cement.

PROTECTION CAS -

Surface to 2,755 feet
9-5/8”, N-80, 40 Ibs/ft, 8rd, LT&C (or equivalent)
Internal Diameter: " 8.835 inches
Drift Diameter: 8.679 inches
O.D. of Coupling: 10.625 inches
Collapse: 3,090 psi
Body Yield: 916,000 pounds
Internal Yield: 5,750 psi
Joint Strength: 737,000 pounds
PROTECTION CASING CEMENTING EQUIPMENT
Item # Oty Description
S 1 9-5/8", 40 1bs/ft, N-80, 8rd, LT&C float shoe
2. 2ijts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C
3 1 9-5/8" 40 Ibs/ft, N-80, 8rd, LT&C float collar
4 9-5/8”” Steel spring centralizer, 2 on each of the first two
joints.
4. 16 jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C

8 9-5/8 Steel spring centralizer, 1 on every other joint.
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[ield Per Sack: 2.06 cu ft/sk
No. of Sacks: 370 sacks
Protection Casing Cement
Second Stage Tail Cement
Cement: Class A with 2% Calcium Chloride
Hole Diameter: 12-1/4" 08Zcuft/inft
Capacity of open hole annulus: 9-5/8" vs 12-1/4" 0.31 cu ft/In ft
Top (ft) Bottom (i) Total (ft)
Cased open hole 9-5/8": 1850 2050 200
Annular Volume 9-5/8" in 12-1/4": 62.00 cu ft
20% excess: 1240 cu ft
Total volume: 74.40 cu ft
Yield Per Sack: 1.18 cu fi/sk
No. of Sacks: 63 sacks

The casing will be cut, the BOP's removed, a 9-5/8 inch hanger, seal, and a tubing spool installed.
The Single Pass Temperature Log will be conducted 12 to 36 hours after completion of the cementing
operations if cement returns are not observed at the surface. The cement will be allowed to cure for a
minimum of 48 hours An 8-5/8 inch bit will be installed on the drill string and lowered in the well to the
cementing stage tool at a depth of approximately 2,050 feet. The cementing plugs and baffle in the stage
tool will be removed by drilling. The bit and drilling assembly will be lowered in the well to the depth of
the 9-5/8 inch float collar at approximately 2,670 feet. The first stage cementing plugs and float collar
will be drilled up. The cement inside the two joints of 9-5/8 inch casing between the float collar and float
shoe will be removed by drilling to a depth of approximately 2,745 feet. Approximately 10 feet of cement
will be left in the casing for the casing pressure test. A logging truck will be rigged up to run the
following logs: .

CASED HOLE LOGGING PROGRAM

Single Pass Temperature Log
Cement Bond with Variable Density

Electro-Magnetic Casing Inspection

After logging, the 9-5/8 casing will be pressure tested to 1500 psi for one hour. If the test pressure
does not change more than 3% during the hour, the test will be considered acceptable. After pressure
testing, the drilling assembly with an 8-5/8 inch bit will be lowered into the well to the top of the cement
in the 9-5/8 inch casing. The remaining cement in the casing and the 9-5/8 inch float shoe will be
removed by drilling. The drilling assembly will be lowered in the well to check for fill or solids in the
wellbore. Fill or solids will be circulated out of the well to the total depth of the well, approximately
4,300 feet. The drilling assembly will be removed from the well.

A 9-5/8 inch test packer will be installed on the drill pipe and lowered in the well to approximately
2,735 feet. The test packer will be set in the 9-5/8 inch casing at this depth. Either coiled tubing or a
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ISG BURNS HARBOR, LLC.

WAL-3
CEMENTING EQUIPMENT
Surface Conductor
Item# Oty. Description

y ¥ 3 20 inches, guide shoe with float
2. 1jt 20 inches, 94 Ibs/it, J-55 or K-55, 8rd, ST&C

2 Steel spring centralizer, 1-10 feet above shoe, 1-10 feet

below collar

. 3 1 Float collar sub
4. 5jts 20 inches, 94 Ibs/ft, J or K-55, 8rd, ST&C

2 Steel spring centralizer 1- between joints 3&4, 1-

Surface Casing

between joints 1&2

tem# Qtv Description
1. 1 13-3/8 inches guide shoe with float
2. 2 jts 13-3/8 inches, 54.50 Ibs/ft, J-55 or K-55, 8rd, ST&C
3. Steel spring centralizers, 1 - 10 feet above shoe, 1 - 10
feet below collar , 1-middle of second joint
3 1 13-3/8 inches float collar sub
4. 3jts 13-3/8 inches, 54.50 Ibs/ft, J-55 or K-55, 8rd, ST&C
2 Steel spring centralizer, 1 - between joints 283, 1-
between joints 4&5
2 Canvas cement baskets 10 feet and 20 feet from the top
of joint 6
5. 2 jts 13-3/8 inches, 54.50 Ibs/ft, J-55 or K-55, 8rd, ST&C
6. 1 13-3/8 inches, External Casing Packer
r A 1 13-3/8 inches, Cementing Stage Collar
8 23 jts 13-3/8 inches, 54.50 Ibs/ft, J-55 or K-55, 8rd, ST&C
7 Steel spring centralizers, 1 every third joint startmg with

the top of |omt 9



May 2007

ISG BURNS HARBOR, LLC.
WAL-3
CASING PROGRAM AND SPECIFICATIONS

CONDUCTOR: Surface to +40' or point of refusal
30", .375" or .500" wall, carbon steel (or equivalent)

SURFACE CONDUCTOR: Surface to +245 feet
20", J-55 or K-55, 94 Ibs/ft, 8rd, ST&C (or equivalent)

Internal Diameter: 19.124 inches

Drift Diameter: 18.936 inches

O.D. of Coupling: 21.000 Inches

Collapse: 520 psi

Body Yield: 1,480,000 pounds

internal Yield: 2,110 psi

Joint Strength: 784,000 pounds
SURFACE CASING: Surface to +1200 feet

13-3/8", J-55 or K-55, 54.50 Ibs/ft, 8rd, ST&C (or

equivalent)

internal Diameter: 12.615 inches

Drift Diameter: 12.459 inches

0.D. of Coupling: 14.375 inches

Collapse: 1,130 psi

Body Yield: 853,000 pounds

Internal Yield: 2,730 psi

Joint Strength: 547,000 pounds
PROTECTION CASING: Surface to +2,755 feet

9-5/8", N-80, 40 Ibs/ft, 8rd, LT&C (or equwalent)

internal Diameter: 8.835 inches

Drift Diameter: 8.679 inches

0.D. of Coupling: 10.625 inches

Collapse: 3,090 psi

Body Yield: 916,000 pounds

Internal Yield: 5,750 psi

Joint Strength: 737,000 pounds
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ISG BURNS HARBOR, LLC.
WAL-3
DRILLING PROGRAM

STEP TASK

. Prepare the location by removing as much miscellaneous equipment from the
area as possible.

. Survey the location and stake the well site.

. Drive a 30 inch diameter, 0.375 inch or .5C0 inch wall carbon steel conductor to
+40 feet or refusal.

. Move in and rig up the drilling rig with all the necessary ancillary equipment.
The rig should include a substructure with rotary table, two sets of pipe racks,
catwalk and V-door, two steel tanks, two mud pumps, dog house, adequate
generators for the mud system and the rig, drilling instrumentation and slick line.

. Set up a closed loop mud system which includes necessary solids control
equipment. All drill cuttings from steps 6 through 29 will be placed in roll off
boxes or staged in a contained area for disposal on-site.

. Drill the rat hole and mouse hole.

. Drill a 26 inch hole to approximately 245 feet using water and native mud. A
single shot deviation survey will be made every third joint drilled (approximately
100 feet).

. Circulate and condition the hole for casing.

. Install approximately 245 feet of 20 inch, 94 pounds/foot, J or K-55, 8 rd, ST&C
casing or comparable with a float shoe and float collar. See the attached Casing
Program and Specifications for the details on the tubulars. The details on the
float equipment and centralizers are included in the attached Cementing
Equipment section for the Surface Conductor.

10. Prepare to cement the casing string.

11. Circulate the hole clean

12. Cement the casing with Class A cement with 2% calcium chloride. The

calculated volume plus approximately 50% excess will be emplaced. After
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compressive strength. See the attached Cement Calculations section for more
details.

23. Perform second stage of cement job with lead slurry of Class “A” Lite cement

plus 20% excess and a tail slurry of Class “"A” cement with 2% calcium chloride
plus 20% excess. Land the cement displacement plug and confirm that the
cementing stage tool shifted to the closed position. Allow the cement to cure for
a minimum of 12 hours while hanging from the slips.

24, Cut off the casing to the proper height and mount a casing spool, hanger and

seals.

25. Nipple up the BOP. Function test the BOP. Pressure test the BOP and lines to

2,000 psi using a iest plug. If BOP’s will not pressure test, locate source of leak
and repair or replace BOP's.

26. Perform a single pass temperature log 12 to 36 hours after completion of the

cementing operations if cement returns are not observed at surface. If retums
are observed, the temperature survey will be performed with the cement bond
log (See step 28). '

27. Wait on cement for a minimum of 48 hours prior to performing the cased hole

cement bond logging operations.

28. Rig up the electric logging company and run the following electric logs from

casing plug back TD to surface. _
a.) Single Pass Temperature (if not run under step 26, above)
b.) Cement Bond with Variable Density

29, Pressure test the casing to 1000 psi for one hour. The test will be considered

successful if there is less than a 3% gain or loss in pressure after one hour. If
the pressure test is not acceptable, the surface pressure control equipment will
be investigated to make sure the source of the pressure loss is not on the
surface. The test will be repeated until the pressure loss is confirmed and
quantified. If the casing will not pass the required pressure test, a test packer
will be located and ordered. A series of pressure tests will be performed on the
casing using the test packer to locate and quantify the source of the casing leak.
After identifying the location of the leak, a detailed plan will be designed and
performed to restore the mechanical integrity of the casing string. After the
remedial procedure is complete, the casing will be pressure tested again at 1000
psi for one hour.

30. Pick up a 12-1/4 inch bit, 13-3/8 inch casing scraper, and bottomhole assembly

and lower in the well on the drill pipe. Drill out the surface casing. Do not exceed
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approximately 3300 feet to 3700 feet. Perform open hole fracture gradient
testing.

43. Remove test equipment, pick up 12-1/4 inch drilling assembly and drill a 12-1/4
inch hole from approximately 3700 feet to 4200 feet.

44. Circulate and condition hole for anchor fracture gradient determination test.
Remove drill string and run in hole with anchor test assembly. Isolate zone from
approximately 3800 feet to 4200 feet. Perform open hole fracture gradient
testing.

45. Remove test equipment, pick up 12-1/4 inch drilling assembly and drill a 12-1/4
inch hole from approximately 4200 feet to 4400 feet.

46. Circulate and condition the hole for logs. Rig up the electric loggers. Run the
following electric logs from 4400 feet to 1200 feet.
a.) Dual Induction _ Spontaneous Potential ~ Gamma Ray
b.) Formation Density — Compensated Neutron — Gamma Ray
¢.) Open Hole Caliper - Gamma Ray
d.) Gyroscopic survey from surface to total depth
e.) Fracture Finder Log (Baker Atlas’ Star Tool or Equivalent)
f.) Mechanical Properties Log (Baker Atlas’ X Mac Tool or Equivalent)

47. Run a shear sonic tool through the injection zone and confining zone in order to
determine the compressional and shear wave travel times of the geologic
formations.

48. If adequate core recovery was not obtained in steps 34 and 40, obtain sidewall
core samples from the confining zone and injection interval.

49. Run in the hole with the drill string to circulate and condition the hole for casing.
Pull out of the hole laying down the drill string.

50. The open hole injection interval will be isolated by installing a wireline set
umbrella plug at a depth of approximately 2,790 feet and then spotting sand and
cement above the plug. Approximately 10 feet of sand fill will be spotted in the
wellbore immediately above the plug. Then a balanced cement plug will be
spotted from 2,780 feet (top of sand) to approximately 2,740 feet.

51. Allow the cement plug to cure for a minimum of 8 hours.
52. Pick up a 12-1/4 inch bit and lower in the well on the drilling assembly to the top

of the cement plug at approximately 2,740 feet. Remove the cement by drilling
to the desired casing setting depth of approximately 2,755 feet.



Revision 5
May 2007

61. Rig up the electric logging company and run the following electric logs from
casing plug back TD to surface:
a.) Temperature Log (if not run under step 59, above)
b.) Cement Bond Log with Variable Density
c.) Electro Magnetic Casing Inspection Log

62. Pressure test the casing to 1000 psi for one hour. If the pressure changes less
than 3% in the one-hour period the test will be considered successful. If the
pressure test is not acceptable, the surface pressure control equipment will be
investigated to make sure the source of the pressure loss is not on the surface.
The test will be repeated until the pressure loss is confirmed and quantified. If
the casing will not pass the required pressure test, a test packer will be located
and ordered. A series of pressure tests will be performed on the casing using the
test packer to locaie and quantify the source of the casing leak. After identifying
the location of the leak, a detailed plan will be designed and performed to
restore the mechanical integrity of the casing string. After the remedial
procedure is complete, the casing will again be tested at 1000 psi for one hour.

63. Pick up a 8-5/8 inch bit and three drill collars and lower in the well on the drill
pipe to the top of cement in the casing at approximately 2,740 feet. Dirill
through the remaining cement in the casing, cementing plugs, and float shoe
with the 8-5/8 inch bit. Continue in the well with the 8-5/8 inch bit to the total
depth of the well. Circulate any solids out of the well and displace drilling fluid
out of the well with clear brine water. Remove the drilling assembly from the
well.

64. Pick up a retrievable test packer for the 9-5/8 inch casing and lower in the well
on the drill pipe. Set the packer at a depth of approximately 2,740 feet.
Pressure test the packer and casing to a minimum pressure of 1,000 psi for one
hour. The test will be successful if the pressure change is less than 3% per
hour.

65. A fluid sample will be collected from the Mt. Simon open hole injection interval
with jetting techniques using coiled tubing or a small diameter inner string and
nitrogen. The pH, conductivity and temperature of the fluid recovered from the
well will be monitored to determine when the fluid from the formation has
stabilized. After the fluid stabilizes, the fluid sample will be collected. After the
fluid sample is collected, the well will be allowed to recover and the fluid level
will be measured to determine the static fluid level and bottom hole pressure of
the injection interval.

66. Stimulate the well through the drill pipe as described in the stimulation plan.
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ISG Burns Harbor, LLC.
WAL-3 Cement Calculations:

All capacities, volumes, pipe weights, diameters, etc. were obtained from Halliburton
Cementing Tables per standard API practice.

Surface Conductor Cement:
Casing: 20", J-55 or K-55, 94 Ibs/ft, ST&C
Cement: Class A with 2% Calcium Chloride

Size Volume Constant
Hole Diameter 26" 3.69 cu fi/ In ft
Capacity of open hole annulus 20" vs. 26" 1.51 cufifin ft
Capacity of cased hole annulus 20" vs. 30" 248 cuft/in ft
Capacity of 20" Casing 1.99 cuft/in ft
Tog (ft} Bottom (ft) Total
Cased hole depth 40 Teet
Cased open hole 40 240 200 feet
Open hole 240 245 5 feet
Annular Volume 20" vs. 30" 99.39 cu it
Annular Volume 20" vs, 26" 301.06 cu ft
Hole Volume 26" 18.44 cu ft
Volume Left in 20" casing (40 feet) 79.79 cu ft
Total 498.67 cu ft

50% excess 249.34 cu ft

Total volume 748.01 cu ft
Yield Per Sack: 1.18 cu fi/sk
No. of Sacks: 634 sacks

Surface Casing Cement: _
First Stage Cement

Casing: 13-3/8", J or K-55, 54.50 Ibs/ft, ST&C
Cement: Class A with 2% Calcium Chloride

Hole Diameter 1712 1.67 cuft/ infi
Capacity of open hole annulus  13-3/8" vs. 17-1/2" 069 cuft/inft
Capacity of cased hole annulus  13-3/8" vs. 20" 1.01 cuft/inft

Capacity of 13-3/8" Casing 0.87 cuft/in ft
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Capacity of open hole annulus 13-3/8" vs. 17-1/2" 0.69 cu ftfin ft
Capacity of cased hole annulus 13-3/8" vs. 20" 1.02cuft/inft
Capacity of 13-3/8" Casing 0.87 cuft/inft
Top (ft) Bottom (ft) Total (ft)
Cased open hole 700 900 200 feet

Annular Volume 13-3/8" in 17-1/2" 138.92 cu ft
Total 138.92 cu ft

20% excess 27.78cuft

Total volume 166.70 cu ft

Yield Per Sack : 1.18 cu ft/sk
No of Sacks: 142 sacks

Protection Casing Cement [Note: The following program is designed to ensure
that a minimum quantity of 120% of the amount of cement necessary to fill the
calculated volume of the annular space is used. The first stage cement slurry is
limited to 10% excess. The secon Sta?;'- cement slurries include 20% excess for
the lead cement and the second stage tail cement calculation is based on 20%

excess]
First Stage Cement

Cement: Class A with 2% Calcium Chloride

Hole Diameter 12-1/4" 0.82 cu ft/in ft
Capacity of open hole annulus ~ 9-5/8" vs. 12-1/4" 0.31 cu filin ft
Capacity of 9-5/8" Casing 0.43 cu ft/In ft

TOF (Ft) Bottom (ft) Total gft]
Cased hole depth
Cased open hole 9-5/8" 2050 2755 705 feet
Annular Volume 9-5/8" in 12-1/4" 218.55 cufft
Volume of 80 ft of 9-5/8" Casing 34.40 cu ft

Total 252.95 cu ft
10% excess 25.30 cu ft
Total volume 278.25 cu ft

Yield per Sack: 1.18 cu fi/sk
No. of Sacks: 236 sacks

Protection Casing Cement
Second Stage Lead Cement

Cement: Class A Lite
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ATTACHMENT L & M-CONSTRUCTION PROCEDURES and CONSTRUCTION DETAILS
WAL/SPL-1 will be constructed utilizing procedures and materials that insure that the well
is suitable for injection of either WAL or SPL. Proposed construction procedures and
materials are discussed in this attachment. A schematic diagram of the proposed
construction details of WAL/SPL-1 is included as Figure 3-4. This figure also compares the
proposed well configuration to a stratigraphic column of the sub-surface geology expected
at the proposed location. A wellhead schematic is included as Figure 3-5.

This attachment consists of six (6) major parts.

Drilling Program in Dialog Format (in the following text)
Drilling Program by Task (in Appendix A)

Electric Logging Program (in Appendix A)

Casing Program and Specifications (in Appendix A)
Cementing Equipment Data (in Appendix A)

Cement Program (in Appendix A)

DRILLING PROGRAM IN DIALOG FORMAT

All depths referenced in this drilling program are based upon the drilling rig's rotary kelly
bushing being eighteen feet above ground level. All depths have been approximated using historical
drilling data from the other wells and regional information. Actual formation and completion depths
will be based on in-situ logging conducted during the drilling and steel line measurements made
during installation. All of the cementing volumes used to calculate material requirements are based
on gauge hole. Actual cement volumes and final cement additive selection will be based on log
information and drilling conditions. A completion report containing all of the required and pertinent
information will be prepared and submitted after construction is completed. The actual depths and

volumes used will be included in the report.

It is BSC's practice to keep the USEPA UIC technical personnel fully apprised of drilling
activities by means of a faxed daily report and telephone conversations. This program will be
incorporated into the reporting of all activities during drilling and completion based upon mutual
agreement of subject and content between BSC and the UIC group. This drilling program sets forth
the minimum construction standards and procedures that will be used during construction. Major or
minor changes required by actual drilling conditions will be discussed with the proper regulatory
personnel as they arise.
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After the site is cleared and graded, a 30" conductor will be driven to 40 feet or refusal by

pile driving, or drilled and cemented using a conductor setting service.

CONDUCTOR: Surface to 40' or point of refusal
30", 375" or .500" wall, carbon steel

During the drilling of the Galesville monitoring well, severe washout beneath the drilling
rig sub-structure occurred. To reduce the chance of reoccurrence, a driven conductor has been
added.

After the conductor is in place, a suitable drilling rig will be moved to location and rigged
up. A flow line connecting the steel recirculating tanks into the side of the conductor will be
welded in place. The rig will utilize a closed loop mud system during drilling. All generated
cuttings will be collected in steel pits for disposal on site. Fluids will be collected and properly

disposed using BSC's appropriate liquid and sludge facilities.

Following rig up, a 26" hole will be drilled from the surface to 245 feet through the glacial
deposits and approximately 45 feet into the top of the Silurian-Devonian formation. A 20” threaded
and coupled conductor will be run in the hole and cemented using conventional cement circulation
techniques. A cement volume of no less than 100% excess of the calculated hole volume will be
pumped initially. If the cement top falls back after cementing, the annulus will be filled with
additional cement by the tremie method. The casing will remain hung from the rig for a minimum
of 24 hours to allow the cement to cure without disturbance.

SURFACE CONDUCTOR:

Surface to 240 feet
20", J-55, 94 1bs/ft, 8rd, ST&C

Drift Diameter: 18.936 inches
0.D. of Coupling: 21.000 inches
Collapse: 520 psi
Body Yield 1,480,000 pounds
Internal Yield 2,110 psi
Joint Strength: 784,000 pounds
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SURFACE CONDUCTOR

CEMENTING EQUIPMENT
Item# Oty Description
i 1 20" guide shoe with float
= 1jt 207, 941bs/ft, Jor K 55, 8rd, ST&C
2 Steel spring centralizer, 1- 10' above shoe, 1-10'feet below
collar
3 1 Stab-in float sub
4, 5jts 207, 94 lbs/ft, J or K-55, 8rd, ST&C
2 Steel spring centralizer 1- between joints 3&4, 1- between
joints 1&2
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Note relative to all cementing:
All capacities, volumes, pipe weights, diameters, etc. were obtained
from Halliburton Cementing Tables per standard API practice.

Surface Conductor Cement:
Casing; 20", J-55, 94 Ibs/ft, ST&C
Cement:  Class A with 2% Calcium Chloride

Size Volume Constant
Hole Diameter 26" 3.69 cu ft/In ft
Capacity of open hole annulus 20" vs 26" 1.51 cu ft/ln ft
Capacity of cased hole annulus 207 vs 30" 2.48 cu ft/In ft
Capacity of 20" Casing 1.99 cu ft/In ft
Top (ft) Bottom (ft) Total
Cased hole depth 0 40 40 feet
Cased open hole 40 240 200 feet
Open hole 240 245 5 feet
Annular Volume 20” vs 30" 99.3%cuft ~ 40 ft* 2.4847 cu ft/In ft
Annular Volume 20”vs 26", 301.06cuft 200ft* 1.5053 cu fi/ln ft
Hole Volume 26" 18.44 cu ft 5ft *3.6870 cu fi/In ft
Volume Left in 20” casing (40 feet) 7979 cu ft - 40 ft* 1.999.7 cu ft/ln ft
Total  498.67 cufi ~

100% excess  498.67 cu ft -

Total volume  997.34 cu ft -
Yield Per Sack 1.36 cu fi/sk
No: of Sacks 733 sacks |

A 207 casing head will be welded to the casing and blow out preventors (BOP's) mounted.
A new flow line and drilling nipple suitable to mount air assist drilling equipment will be fabricated
and mounted above the BOP's. The BOP'S will be pressure tested to 1000 psi using a test plug in
the casing head. If the BOP’s will not pressure test, the source of the leak will be located and
repaired, or the BOP’s will be replaced. Drilling will proceed after testing is completed.

A 17-1/2" diameter hole will be drilled from 245 feet to approximately 1200 feet using
water and gel sweeps to keep the hole clean. If necessary, air assisted drilling techniques will be
used to drill a portion of the well. Single shot deviation surveys will be run at least once every 300
feet to insure the angle of deviation is less than 3°. During drilling, a mud logger will be on site to

collect samples. Samples will be collected no less than once every 30 feet.



Drilling the surface casing hole to 1,200 feet is a major change from previous well
construction at BSC. The change is based on the lost circulation zone encountered while drilling in
the Trenton formation during the construction of the Galesville monitoring well. After setting
surface casing at 950 feet, a major lost circulation zone was encountered at approximately 1,067
feet. To prevent this from re-occurring on this well, the design includes drilling through the
Trenton formation and into the top of the Black River formation before setting surface casing. This
will isolate any Trenton high porosity/low pressure zones during deeper drilling operations. Special
two stage cementing procedures are included to deal with the Trenton should lost circulation occur
and to insure the competency of the cement job.

After the well is drilled to 1,200 feet, a complete suite of open hole logs with be run.

SURFACE CONDUCTOR OPEN HOLE LOGGING

Dual Tnduction- Spontaneous Potential - Gamma Ray
Formation Density - Compensated Neutron - Gamma Ray

Open Hole Caliper - Gamma Ray

After the logs are complete, a clean-up trip will be made to clear the hole of any
accumulated drilling debris. Casing crews will be rigged up to properly torque and install
approximately 1,200 feet of 13-3/8 inch, 54.50 pound/foot, J or K-55, casing. The casing will
include a guide shoe with internal float, a float collar, an external casing packer, a sliding sleeve
port collar, and sufficient spring steel centralizers to center the casing in the hole. Afier the casing
is installed, inner-string cementing tools will be made up to the drill pipe and run inside of the
casing. The lower stinger will be engaged and the casing circulated to clear debris from the hole.
The first stage of the cement job is planned to utilize a minimum cement volume equal to no less
than 120% of the measured hole volume from total depth to approximately 900 feet. Class A
cement with 2% calcium chloride is planned for this stage. After the cement is circulated into
place, the inner-string will be moved to inflate the external casing packer. This procedure will
isolate additional cement column pressure from being exerted on the Trenton formation. After
inflating the external casing packer, the sliding sleeve port collar will be opened and any excess
first stage cement will be circulated from the annulus. The second stage cementing will begin
immediately after the excess cement is circulated from the hole.
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A combination of light weight lead cement and dense tail cement will be used to cement the second

stage. Following the cementing procedure, the casing will be hung from the drilling rig for a

minimum of 24 hours.

SURFACE CASING:

Surface to 1200 feet

13-3/8", J or K-55, 54.50 1bs/ft, 8rd, ST&C
Drift Diameter: 12.459 inches
O.D. of Coupling: 14.375 inches
Collapse: 1,130 psi
Body Yield 853,000 pounds
Internal Yield 2,730 psi
Joint Strength: 547,000 pounds

SURFACE CASING CEMENTING EQUIPMENT:

Item # Oty

1 1

2 1]t
2

3. 1

4. 4 jts
2
2

5. 2 jts

6. 1

7. 1

8.

Description
13-3/8" guide shoe with float

13-3/8", 54.50 lbs/ft, J or K-55, 8rd, ST&C

Steel spring centralizer, 1- 10' above shoe, 1-10' feet below
collar

Stab-in float sub

13-3/8", 54.50 Ibs/ft, J or K 55, 8rd, ST&C

Steel spring centralizer 1 - between joints 2&3, 1- between
joints 4&5

Canvas cement baskets on the 10' and 20° from the top of joint
6

13-3/8", 54.50 lbs/ft, J or K-55, 8rd, ST&C

13-3/8" External Casing Packer

13-3/8" Sliding Sleeve Port Collar

23 jts 13-3/8", 54.50 lbs/ft, J or K 55, 8rd, ST&C

7

Steel spring centralizers, 1 every third joint starting with the
top of joint 9
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Surface Casing Cement
First Stage

Casing; 13-3/8”, J or K-35, 54.50 lbs/ft, ST&C
Cement; Class A with 2% Calcium Chloride

Hole Diameter L 1.67 cuft/Inft
Capacity of open hole annulus 13-3/8" vs 17-1/27 069 cuft/Inft
Capacity of cased hole annulus 13-3/87 vs 207 101 cufi/lnfi
Capacity of 13-3/8” Casing 086 cuft/Inft
Top (ft)  Bottom (ft) Total (ft)
Cased open hole 900 1200 300 feet
Open hole 1200 1210 10 feet
Annular Volume 13-3/8" in 17-1/2" 20838 cu fi
Hole Volume 16.70 cu ft
Volume Left in 13-3/8" casing (40 ft) 34Tl cuft.
Total 259.79 cu ft
20% excess 51.95¢cuft v

Total volume 311.75cu ft v
Yield Per Sack 1.36 cu ft/sk
No. of Sacks 229 sacks .
Surface Casing Cement

Second Sage Lead Cement
Cement: Class A Lite
Size Volume Constant

Hole Diameter 171/2" 1.67  cuft/nft
Capacity of open hole annulus 13-3/8” vs 17-1/27 069 cuft/Inft
Capacity of cased hole annulus 13-3/8” vs 207 1.01 cuft/Inft
Capacity of open holec 1.67 cuft/lnft
Capacity of 13-3/8" Casing 086 cuft/lnft

Top (ft) Bottom (ft) Total (ft)
Cased hole depth 0 240 240 feet
Cased open hole 240 700 460 feet
Annular Volume 13-3/8" in 20" 244 .56 cuft v
Annular Volume 13-3/8” in 17-1/2” 31951 cuft-

Total 364.07 cuft

20% excess 112.81 cu ft

Total volume 676.89 cu ft
Yield Per Sack 2.06 cu fi/sk
No. of Sacks 329 sacks
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Surface Casing Cement
Second Stage Tail cement

Cement: Class A with 2% Calcium Chloride

Hole Diameter 17-1/2” 1.67 cu fi/In fi
Capacity of open hole annulus 13-3/8" ws 17-1/27 0.69 cu ft/In fi
Capacity of cased hole annulus 13-3/8" vs 207 1.02 cu ft/In f1
Capacity of 13-3/8” Casing 0.87 cu ft/In ft
Top (ft)  Bottom (ft)  Total (ft)
Cased open hole 700 900 200 feet
Annular Volume 13-3/8” 1n 17-1/27 13892 cuft |
Total 138,92 cuft

20% cxcess 2778 cufi

Total volume 166.70 cu fi
Yield Per Sack 1.36 cu ft/sk
No. of Sacks 123 sacks

After waiting 24 hours, the flow line and BOP's will be removed. A casing spool, hanger, and
seals will be installed. The BOP's and flow line will be re-installed. After 72 hours of cure time, a

cement bond log with variable density will be run.

Cased Hole Logging Program
Single Pass Temperature

Cement Bond with Variable Density

If the bond log records sufficient cement bond, work will continue. If insufficient cement
bonding is shown, a remedial cementing plan will be initiated before drilling out. The casing will be
pressure tested to 1000 psi for one hour. If the test pressure changes less than 3%, the casing pressure
test will be considered acceptable. If the pressure test does not meet the requirements, the surface
pressure control equipment will be investigated to insure the source of the pressure loss is not on the
surface. The test will be repeated until the pressure loss is confirmed and quantified. If the casing will
not test, a test packer will be used to locate and quantify the leak. Afier locating and quantifying the
leak, a detailed plan will be designed to restore the mechanical integrity of the casing.

A 12-1/4 inch diameter drill bit will be used to drill out the float shoe, cement remaining in the
casing, and the guide shoe. A 12-1/4 inch hole will be drilled from 1,200 feet to the top of the
Precambrian Formation using water, gel sweeps, and possibly air assisted drilling techniques to keep the
hole clean of cuttings. The Precambrian is expected to be encountered between 4,300 feet and 4,400
feet. Once the Precambrian is encountered, the 12-1/4” hole will be extended into the formation if it can

be easily drilled. No more than 20 feet of Precambrian is expected to be drilled.
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Two (2) conventional formation cores will be collected during the drilling of the well. A 30-foot .
core will be taken in the Confining Zone from the approximate depths of 2,095 feet to 2,125 feet. A 30-foot
core will be taken in the Injection Interval from the approximate depths of 3,585 feet to 3,615 feet. If the
core recovery in either interval is less than 40% of the footage cut, the coring procedure will be evaluated
and a second attempt may be recommended for the interval. If adequate core recovery is not obtained,
sidewall cores will be obtained from the confining zone and/or injection interval during the open hole
logging of the well.

During the drilling of the Mt. Simon open hole injection interval, three injection interval fracture
gradient determination tests will be performed using an anchor testing method. The Mt. Simon injection
interval is approximately 1,500 feet thick, and injection interval fracture gradient determination tests will be
performed in the upper 500 feet, the middle 500 feet, and the lower 500 feet of the Mt. Simon Injection
Interval. The anchor test method will entail drilling to a specified depth and then using only one packer to
isolate the testing interval. After reaching a specified test depth, the drill string will be removed from the
well and the anchor test assembly installed in the well on the drill string. The isolation packer will be set at
the top of the proposed test interval. The test interval is limited to the drilled wellbore below the bottom set
depth of the single isolation packer. This method eliminates the possibility of the lower isolation packer
failing or breakdown occurring around the lower packer. If the anchor packer fails, the failure will be

detectable on surface or by an increase in annular pressure above the test interval.

——  Either an increasing flow rate step testing or flow rate reduction testing will be used to determine the
fracture initiation pressure, fracture propagation pressure, and the fracture closure pressure during each of
the three tests. Water will be used during the fracturing tests.

After the drilling is completed, the hole will be circulated clean and then logged.

PROTECTION CASING OPEN HOLE LOGGING
Dual Induction- Spontaneous Potential - Gamma Ray

Formation Density - Compensated Neutron - Gamma Ray

Fracture Finder Log (Baker Atlas’ Star Tool or equivalent)

Mechanical Properties Log (Baker Atlas’ X Mac Tool, or equivalent tool)
Open Hole Caliper - Gamma Ray

Gyroscopic Deviation Survey

A shear sonic tool will be run through the injection zone and confining zone in order to determine
the compressional and shear wave travel times of the geologic formations. In combination with the bulk
density tool measurements, the dynamic elastic constants (Young’s Modulus, Poisson’s Ratio, Shear
Modulus) can be calculated from the sonic tool data. From the dynamic elastic constants, the far-field
stresses (tensile strength, overburden pressure, and fracture pressure) can be calculated and presented
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as a “mechanical properties log” type display. The mechanical properties presentation can be calibrated to

core data and the results of the Mt. Simon open-hole injection interval fracture gradient tests.

A mechanical properties log (Baker Atlas’ X Mac Tool, Schlumberger’s Full Wave Form Sonic Tool
or other equivalent tool) will be run over the injection and confining intervals of the well. The log will be
processed to determine the rock properties discussed above.

Following the open hole logging, a straddle packer assembly will be used to recover a
sample of fluid from the upper Mount Simon formation (2,580 feet-2,620 feet). A small inner string will be
made up and lowered into the workstring so that nitrogen can be used to produce the fluid. After the fluid
1s recovered, the well will be allowed to recover and the fluid level measured to determine the bottom hole

pressure of the upper Mount Simon.

After the fluid recovery is completed, the straddle packers will be removed from the well bore and a
clean-up trip made. Casing crews will be used to properly tighten the 9-5/8 inch protection casing while it
is being run into the wellbore. The protection casing will be run to a depth of approximately 2,765 feet. .
The actual depth will be determined from the logs. It is planned to set the external casing packer
immediately below the top of the lower Mount Simon formation. A carbon steel guide shoe will be
threaded to a Hastelloy external casing packer and run in the hole beneath the protection casing. The
lowermost section of the protection casing will consist of 8-5/8”, sch 40 or sch 80 Hastelloy C-276. A
polished bore casing receptacle made from 8-5/8”, sch 80, Hastelloy C-276 pipe will be run next. A cross
over will connect the Hastelloy to the 9-5/8”, 40#/ft, N-80 carbon steel casing. Another external clasing
packer and sliding sleeve port collar will be installed at approximately 2,050 feet. Once the casing is in
place, an inner string with port collar tools will be lowered into the casing. The well will be circulated

clean. The lower section of the casing from 2,765 feet to 2,050 feet will be cemented with Epseal epoxy

resin cement. The upper section of casing from 2,050 feet to surface will be cemented with a combination =

.of Class A cement and Class A Lite cement.
PROTECTION CASING: Surface to 2,700 feet
9-5/8", N-80, 40 Ibs/ft, 8rd, LT&C

Drift Diameter: 8.679 inches
0.D. of Coupling: 10.625 inches
Collapse: 3,090 psi
Body Yield 916, 000 pounds
Internal Yield 5,750 psi
Joint Strength: 737,000 pounds
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ACID RESISTANT CASING AND POLISHED BORE RECEPTACLE:
8-5/8” Hastelloy C-276, Sch-80 with "Q" ring sealed square acme
threads. Total length + 40 feet. Set 2,700 to 2,740 feet. Total
BHA with sliding sleeve, external casing packer and guide
shoe: 2755 feet. LD. of PBR: 7.75 inches
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PROTECTION CASING CEMENTING EQUIPMENT

Item # Qty  Description

L 1 8-5/8" External Casing Packer with guide shoe.
2. 1 8-5/8" Hastelloy Sliding Sleeve Port Collar
3. 1 8-5/8" Hastelloy PBR Extension
4. 1 8-5/8" Hastelloy Polished Bore Receptacle
5. 1 8-5/8" by 9-5/8" cross over sub
6. 17 jts  9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C
3 8-5/8" Steel spring centralizer, 1- 10" above port collar, 1 on
extension, 1 on PBR
8 9-5/8" Steel Spring Centralizer, 1 on every other joint
7. 1 9-5/8" External casing Packer

8. 1 9-5/8", Sliding Sleeve Port Collar
9. 51jts 9-5/8", 40 lbs/ft, N.-80, 8rd, LT&C

17 9-5/8" Steel Spring Centralizer, 1 on every third joint

Protection Casing Cement
First Stage

Cement: Epseal Epoxy Resin Slurry

Hole Diameter 12-1/4”
Capacity of open hoe annulus 9-5/8” vs 12-1/47
Capacity of open hole annulus 8-5/87 vs 12-1/47

TOP (ft) Bottom (ft) Total (ft)

1.67 cu ft/In ft ©
0.69cufi/infty -

Cased hole depth 0 0 0 feet
Cased open hole 9-5/8” 2050 2625 575 fleet
Cased open hole 8-5/8” 2625 2665 40 feet

Annular Volume 9-3/8" in 12-1/4"

1347.11 gals v

Annular Volume 8-5/8” in 12-1/4” 123.50 gals -
Total 1470.61 gals .

10% excess 147.06 gals -
Total volume 1617.67 gals ~
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Protection Casing Cement

Second Stage Lead

Cement Class A Lite

Hole Diameter 12-1/4” 0.82 car ft/In ft
Capacity of open holc annulus 9-5/8” vs 12 1/4" 0.31 cu ft/In ft
Capacity of cased hole annulus 9-5/8” vs 13.3/8™ 036 cuft/lnfi
Capacity of 9-5/8” Casing 0.87 cuft/ln fi

Top (ft) Bottom (ft} Total (ft)

Cased hole depth 0 1200 1200 feet

Cased open hole 9-5/8" 1200 1850 650 feet
Annular Volume 9-5/8” in 12- 1/4" . 203.58 cu ft .
Annular Volume 9-5/8” in 13-3/8” 43524 cu ft

Total 63882 cuft
20% excess 12776 cu ft
Total volume 76658 cu ft

Yield Per Sack 2.06 cu fi/sk
No. of Sacks 372 sacks

Protection Casing Cement
Second Stage Tail

Cement: Class A with 2% Calcium Chloride

Hole Diameter 12-1/4”
Capacity of open hole annulus 9-5/8” vs 12-1/4” 03lcuft/Inft
Capacity of open hoe 12-1/4” 0.82 cu ft/In ft
Cased open hole 9-5/8” 1850 2050 200 Total feet
Annular Volume 9-5/8" in 12-1/4" 6264 cuft ¢
20% excess 12533 cu ft -
Tots volume 7517 cu fto
Yield Per Sack 2.06 cu fi/sk
No. of Sacks 36 sacks .

The casing will be hung from the drilling-rig for a minimum of
twenty-four hours while the cement is initially allowed to cure. After
twenty-four-hours has expired, the casing will be cut, the BOP's removed, a 9-5/8
inch hanger, seal, and a tubing spool installed. The cement will be allowed to
cure for 72 total hours after pumping. A logging truck will be rigged up to run
the following logs:
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CASED HOLE LOGGING PROGRAM (72 hours after cementing)
Cement Bond with Variable Density

Temperature Log

Electro-Magnetic Casing Inspection

After logging, a test seal will be connected to the bottom of the work string and lowered
into the casing polished bore receptacle. The casing will be pressure tested to 1000 psi for one
hour. Ifthe test pressure does not change more than 3% during the hour, the test will be considered
acceptable. After pressure testing, the well bore will be stimulated by nitrogen jetting, acidizing

and nitrogen jetting. During the first jetting phase, samples of formation fluid will be collected.

After stimulation, an injectivity/fall-off test will be performed followed by a radioactive
tracer log. The logging tools will be rigged down and casing crews rigged up to install the 5-1/2"
fiberglass injection tubing.

TUBING:
Surface to 2775 feet
5-1/2", Red Box 2500, 7.3 1bs/ft, 8rd, LT&C
Drift Diameter. 5.53 inches
0.D. of Coupling: 6.78 inches
Collapse: 3,300 psi
Internal Yield 2,500 psi
Joint Strength: 54,500 pounds

Once the tubing is run, the tubing will be spaced out and the annulus filled with inhibited
NaCl brine. The seal assembly will be landed in the polished bore receptacle. The annulus will be
topped off with food grade mineral oil. The BOP's will be removed and the tubing hung off in the
tubing spool. The annulus will be pressure tested to 1000 psi for one hour. If the test pressure
changes less than 3% during the hour, the test will be considered acceptable.

The drilling rig will be rigged down and removed from location. The location will be cleared
and construction will begin on the surface facilities. A report fully detailing the work will be
prepared and submitted to the USEPA along with a modification request to the current petition for
exemption from the Land ban regulations.
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September 18, 2001
Ref: PF/UIC/DW

Bethlehem Steel Corporation
Burns Harbor Division

Additional Information for WAL/SPL Well Application
UIC Permit Number IN-127-1W-0007

Attachment 2 - Revised Drilling Program
(Revised Appendix A of March 24, 1999 Permit Application)




10.

A

12,

13.

BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WAL/SPL-1

DRILLING PROGRAM
TASK

Prepare the location by removing as much miscellaneous equipment from the area as
possible.
Survey the location and stake the well site.

Drive a 30 inch diameter, 0.375 inch or .500 inch wall carbon steel conductor to 40 feet or
refusal.

Move in and rig up the drilling rig with all the necessary ancillary equipment. The rig should
include a substructure with rotary table, two sets of pipe racks, catwalk and V-door, two
steel tanks, two mud pumps, dog house, adequate generators for the mud system and the rig,
drilling instrumentation and slick line.

Set up a closed mud system which includes shakers, de-sander, de-silter and centrifuge. All
drill cuttings will be placed in roll off boxes for disposal.

Drill the rat hole and mouse hole.

Drill a 26-inch hole to approximately 245 feet using water and native mud. A single
shot-deviation survey will be made every third joint drilled (approximately 100 feet).

Circulate and condition the hole for casing.

Install approximately 240 feet of 20 inch, 94 pounds/foot, J or K-55, 8rd, ST&C
casing with a sting in guide shoe and float.

Pick up an inner-string and stab into the guide shoe.

Circulate the hole clean.

Cement the casing with Class A cement with 2% calcium chloride. The calculated volume
plus 100% excess will be emplaced. After cementing the casing, clean out any excess
cement from the cellar. If the cement fails to come to surface, top off the annulus by the

tremie method using Class A cement.

Allow the cement to cure for 24 hours while hanging from the rig.



14.

13.

16.

17.

18.

19.

20.

21

22,

23,

24.

23,

26.

Cut off the excess casing. Weld on a casing head. Mount a blow out preventer (BOP) and
flow line. Move in and rig a mud logger to catch and describe drilling samples.

Pressure test the BOP to 1000 psi using a test plug. If the BOP’s will not pressure test, the
source of the leak will be located and repaired or the BOP’s will be replaced.

A 17-1/2 inch bit will be used to drill the surface hole. The well will be drilled using fresh
water. High viscosity gel-lime sweeps will be made every 100 feet, if needed. Pick up a
17-1/2 inch bit with sufficient drill collar weight.

Drill the surface hole to 1,200 feet. Catch wet and dry drilled cutting samples every 30 feet.
Take a single shot survey approximately every 300 feet. The maximum deviation in the well
will be 3 degrees or less.

Circulate and condition the hole for logs. Rig up the electric loggers. Run the following
electric logs from 1200 feet to surface:

A)  Dual Induction - Spontaneous Potential - Gamma Ray

B)  Formation Density - Compensated Neutron - Gamma Ray

C)  Open Hole Caliper - Gamma Ray

Circulate and condition the hole for casing. Drift the casing on the racks when it arrives,
clean and visually inspect all the threads on the pins and couplings. Rig up to run the 13-3/8
inch, 54.5 Ib/ft, J or K-55 casing to approximately 1,200 feet.

Pick up and run the inner-string and stab in guide.

Rig up to cement. Circulate one annulus volume of clean water prior to cementing. Cement
from 1,200 feet to surface following the attached cementing program.

Allow the cement to cure for a minimum of 24 hours while hanging from the slips.

Cut off the casing to the proper height and mount a casing spool, hanger, and seals.

Nipple up the BOP. Function test the BOP. Pressure test the BOP and lines to 2,000 psig
using a test plug. If the BOP’s will not pressure test, the source of the leak will be located
and repaired or the BOP’s will be replaced.

Wait on cement for 72 hours prior to cased hole logging operations.

Rig up the electric loggers and run the following electric logs from casing plug back TD to
surface:

A Cement Bond log with Variable Density
B. Temperature Log



27,

28.

25

30.

3L

32.

33,

34.

Pressure test the casing to 1000 psi for one hour. The test will be considered successful if
there is less than a 3% gain or loss in pressure after one hour. If the pressure test is not
acceptable, the surface pressure control equipment will be investigated to make sure the
source of the pressure loss is not on the surface. The test will be repeated until the pressure
loss is confirmed and quantified. If the casing will not pass the required pressure test, a test
packer will be located and ordered. A series of pressure tests will be performed on the casing
using the test packer to locate and quantify the source of the casing leak. After identifying
the location of the leak, a detailed plan will be designed and performed to restore the
mechanical integrity of the casing string. After the remedial procedure is complete, the
casing will be pressure tested to the 1000 psi for one hour.

Pick up a 12-1/4 inch bit and bottomhole assembly and run in the well with the drill pipe.
Drill out the surface casing. Do not exceed 10,000 lbs bit weight or 50 rpm rotary while
drilling out the float and shoe.

Drill a 12-1/4 inch hole from approximately 1,200 feet to the depth of the first scheduled
conventional formation core at approximately 2,095 feet in the Confining Zone. A 30-foot
core will be taken from approximately 2,095 feet to 2,125 feet.

Catch wet and dry samples every 30 feet. Take a single shot survey every tenth joint drilled
(approximately every 300 feet). The maximum deviation will be 3 degrees or less.

Ream the cored interval to 12-1/4 inches and drill a 12-1/4 inch hole from approximately
2,125 feet to the depth of the first scheduled injection interval fracture gradient determination
tests. The first test will be selected in the upper 500 feet of the injection interval between
2,740 feet and 3,240 feet.

Catch wet and dry samples every 30 feet. Take a single shot survey every tenth
joint drilled (approximately every 300 feet). The maximum deviation will be 3
degrees or less.

Circulate and condition the hole for the anchor fracture gradient determination test. Pull out
of the well with the 12-1/4-inch bit and drilling assembly. Install the anchor fracture gradient
determination test assembly on the drill string.

Perform open hole fracture gradient testing in the upper Mt. Simon formation as described in
the fracture gradient test plan.

Drill a 12-1/4 inch hole from the depth of the first fracture gradient determination test to the
depth of the second scheduled conventional formation core at approximately 3,585 feet in the
Injection Interval. A 30-foot core will be taken from approximately 3,585 feet to 3,615 feet.

Catch wet and dry samples every 30 feet. Take a single shot survey every tenth joint drilled
(approximately every 300 feet). The maximum deviation will be 3 degrees or less.

Ream the cored interval to 12-1/4 inches and drill a 12-1/4 inch hole from approximately
3,615 feet to the depth of the second scheduled injection interval fracture gradient
determination tests. The second test will be selected in the middle 500 feet of the injection
interval between the depths of 3,615 feet and 3,740 feet.

Catch wet and dry samples every 30 feet. Take a single shot survey every tenth
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joint drilled (approximately every 300 feet). The maximum deviation will be 3 degrees or
less

Circulate and condition the hole for the anchor fracture gradient determination test. Pull out
of the well with the 12-1/4-inch bit and drilling assembly. Install the anchor fracture gradient
determination test assembly on the drill string.

Perform open hole fracture gradient testing in the middle Mt. Simon formation as described
in the fracture gradient test plan.

Drill the 12-1/4 inch hole from approximately the depth of the second fracture determination
test to the depth of the third scheduled injection interval fracture gradient determination tests.
The third test will be selected in the lower 500 feet of the injection interval between 3,740
feet and 4,240 feet.

Catch wet and dry samples every 30 feet. Take a single shot survey every tenth
joint drilled (approximately every 300 feet). The maximum deviation will be 3
degrees or less.

Circulate and condition the hole for the anchor fracture gradient determination test. Pull out
of the well with the 12-1/4-inch bit and drilling assembly. Install the anchor fracture gradient
determination test assembly on the drill string.

Perform open hole fracture gradient testing in the lower Mt. Simon formation as described in
the fracture gradient test plan.

Pull out of the well with the fracture determination assembly.

Drill the 12-1/4 inch hole from the depth of the third fracture determination test to

approximately 4,400 feet. Circulate and condition the wellbore to run the open hole logs on
the well.

Rig up the electric loggers. Run the following electric logs from approximately 4,400-feet to
1,200 feet:

A Dual Induction - Spontaneous Potential - Gamma Ray
B. Formation Density - Compensated Neutron- Gamma Ray

C. Fracture Finder Log ( Baker Atlas’ Star Tool, Schlumberger’s Formation
Microscanner or equivalent)

D. Open Hole Caliper - Gamma Ray

E. Mechanical Properties Log (Baker Atlas’ X Mac Tool, Schlumberger’s Full Wave
Form Sonic Tool, or equivalent)

F. Gyroscopic survey from surface to total depth

Pick up a straddle packer assembly for recovering a fluid sample from the upper Mt. Simon

formation. The sample will be collected between the approximate depths of 2,580 feet and
2,620 feet.
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Recover a fluid sample from the upper Mt. Simon formation using the straddle packers, an
inner string and nitrogen jetting.

Release the packer and pull out of the hole. Lay down the inflatable open hole tools.

Run in the hole with the drill string to circulate and condition the hole for casing. Pull out of
the hole laying down.

Drift the casing on the racks when it arrives, clean and visually inspect all the threads on the
pins and couplings. Rig up to run the 9-5/8 inch, 40 Ib/ft N-80 casing to 2,765 feet, per the
casing and cementing equipment programs.

Run in the hole with the TAM cementing tools on drill pipe. Cement per the cementing
program.

Cut off the casing to the proper height and install the hanger, casing spool, and seals after 24
hours of waiting for the cement to cure.

Nipple up the BOP. Function test the BOP. Pressure test the BOP and lines to 2,000 psig.
Wait on cement for 72 hours prior to cased hole logging operations.

Rig up the electric loggers and run the following electric logs from casing plug
back TD to surface:

A. Temperature Log

B. Cement Bond Log with Variable Density

C. Electro Magnetic Casing Inspection Log

D. Radioactive Tracer

Pick up an inflatable packer or fest seai on the drill pipe, go in the hole and set the packer 10
feet above the casing shoe. Pressure test the casing to 1000 psi for one hour. If the pressure
changes less than 3% in the one hour period, the test will be considered successful. If the
pressure test 1s not acceptable, the surface pressure control equipment will be investigated to
make sure the source of the pressure loss is not on the surface. The test will be repeated until
the pressure loss is confirmed and quantified. If the casing will not pass the required
pressure test, a test packer will be located and ordered. A series of pressure tests will be
performed on the casing using the test packer to locate and quantify the source of the casing
leak. After identifying the location of the leak, a detailed plan will be designed and
performed to restore the mechanical integrity of the casing string. After the remedial
procedure is complete, the casing will be pressure tested to the 1000 psi for one hour.

A fluid sample will be collected from the Mt. Simon open hole injection interval with jetting
techniques using coiled tubing and nitrogen. The pH, specific gravity, conductivity, and
temperature of the fluid recovered from the well will be monitored to determine when the
fluid from the formation has stabilized. After the fluid stabilizes, the fluid sample will be
collected.

Stimulate the well as described in the stimulation plan.

Pull out of the hole and lay down the work string.
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Rig up and run the seal assembly and 5-1/2" fiberglass injection tubing. Tag up and space
out.

Displace the tubing/longstring casing annulus with inhibited NaCl brine and top off with
food grade mineral oil for freeze protection (approximately 30 feet of mineral oil).

Hang off the tubing in the wellhead.

Pressure test the annulus to 1000 psi for one hour. If the annulus pressure changes less than
3% after one hour, the test will be considered acceptable. If the pressure test is not
acceptable, the surface pressure control equipment will be investigated to make sure the
source of the pressure loss is not on the surface. The test will be repeated until the pressure
loss is confirmed and quantified. If the well will not pass the standard annulus pressure test
(SAPT), a detailed plan will be designed and performed to investigate and restore the
mechanical integrity of the well. After the remedial procedure is complete, the SAPT will be
performed at 1000 psi for one hour.

Clean the mud system and dispose of fluids and drilled solids properly. Rig down the
drilling rig and move off.



BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WAL/SPL-1
LOGGING PROGRAM

Surface Hole

Open Hole
Dual Induction- Spontaneous Potential-Gamma Ray
Formation density-Compensated Neutron-Gamma ray
Open Hole Caliper- Gamma Ray

Cased Hole (72 hours after cementing)
Cement Bond with Variable Density
Temperature Log

Protection Hole

Open Hole

Dual Induction- Spontaneous Potential-Gamma Ray

Formation density-Compensated Neutron-Gamma ray

Fracture Finder Log (Baker Atlas’ Star Tool or Equivalent)

Mechanical Properties Log (Baker Atlas’ X Mac Tool or
Equivalent)

Open Hole Caliper- Gamma Ray

Gyroscopic Survey

Cased Hole (72 hours after cementing)
Cement Bond with Variable Density
Temperature Log
Electro-Magnetic Casing Inspection
Radioactive Tracer



BETHLEHEM STEEL CORPORATION

BURNS HARBOR DIVISION
WAL/SPL-1

CASING PROGRAM AND SPECIFICATIONS

CONDUCTOR:

SURFACE CONDUCTOR:

SURFACE CASING:

PROTECTION CASING:

Surface to 40' or point of refusal
30", .375" or .500" wall, carbon steel

Surface to 240 feet
20", J-55, 94 Ibs/ft, 8rd, ST&C

Drift Diameter: 18.936 inches
0.D. of Coupling: 21.000 inches
Collapse: 520 psi
Body Yield 1,480,000 pounds
Internal Yield 2,110 psi
Joint Strength: 784,000 pounds

Surface to 970 feet
13-3/8", J or K-55, 54.50 |bs/ft, 8rd, ST&C

Drift Diameter: 12.459 inches
O.D. of Coupling: _ 14.375 inches
Collapse: 1,130 psi

Body Yield 853,000 pounds
Internal Yield 2,730 psi
Joint Strength: 547,000 pounds

Surface to 2700 feet
9-5/8", N-80, 40 lbs/ft, 8rd, LT&C

Drift Diameter: 8.679 inches
O.D. of Coupling: 10.625 inches
Collapse: 3,090 psi

Body Yield 916,000 pounds
internal Yield 5,750 psi
Joint Strength: 737,000 pounds

ACID RESISTANT CASING AND POLISHED BORE RECEPTACLE:

8" Hastelloy C-276, Sch-80 with “O"ring sealed square acme
threads. Total length + 40 feet. Set 2700 to 2740 feet. Total
BHA with sliding sleeve, external casing packer and guide
shoe: + 2755 feet. 1.D. of PBR: 7.75 inches



TUBING:

Surface to 2775 feet

5-1/2", Red Box 2500, 7.3 Ibs/ft, 8rd, LT&C
Drift Diameter: 5.53 inches
O.D. of Coupling: 6.78 inches
Collapse: 3,300 psi
Internal Yield ; 2,500 psi

Joint Strength: 54,500 pounds



Surface Conductor

BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WAL/SPL-1
CEMENTING EQUIPMENT

20" guide shoe with float
20", 94 Ibs/ft, J or K-55, 8rd, ST&C
Steel spring centralizer, 1- 10" above shoe, 1-10'feet below collar

20", 94 |bs/ft, J or K-55, 8rd, ST&C

ltem # Qty Description
1
2, 1jt
2
3. 1 Stab-in float sub
4. 5jts
2

Surface Casing

Steel spring centralizer 1- between joints 3&4, 1- between joints
182

ltem # Qty  Description

1
2

3.
4.

@ NO O

1
1ijt
2

1

4 ijts
2

2

2 jts
1

1

23 jts
-

13-3/8" guide shoe with float

13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C

Steel spring centralizer, 1- 10' above shoe, 1-10'feet below collar
Stab-in float sub

13-3/8", 564.50 |bs/ft, J or K-55, 8rd, ST&C

Steel spring centralizer 1 - between joints 2&3, 1- between joints

485

Canvas cement baskets on the 10' and 20’ from the top of joint 5

13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C

13-3/8" External Casing Packer

13-3/8" Sliding Sleeve Port Collar

13-3/8", 54.50 lbs/ft, J or K-55, 8rd, ST&C g .

Steel spring centralizers, 1 every third joint starting with the top of
joint 8



Protection Casing

liem# Qty Description
8-5/8" External Casing Packer with guide shoe.
8-5/8" Hastelloy Sliding Sleeve Port Collar
8-5/8" Hastelloy PBR Extension
8-5/8" Hastelloy Polished Bore Receptacle
8-5/8" by 9-5/8" cross over sub
7 jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C
8-5/8" Steel spring centralizer, 1- 10" above port collar, 1 on
extension, 1 on PBR

B T s G Do
) =& =t =4 L —L L

8 9-5/8" Steel Spring Centralizer, 1 on every other joint
T 1 9-5/8" External casing Packer
8. 1 9-5/8", Sliding Sleeve Port Collar
9. 51jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C

17 9-5/8" Steel Spring Centralizer, 1 on every third joint



Bethlehem Steel Corporation
Burns Harbor Division
WAL/SPL #1 Cement Calculations:

All capacities, volumes, pipe weights, diameters, etc. were obtained
from Halliburton Cementing Tables per standard APl practice,

Surface Conductor Cement:
Casing:
Cement:

Hole Diameter

Capacity of open hole annulus
Capacity of cased hole annulus
Capacity of 20" Casing

Top ()
Cased hole depth 0
Cased open hole 40
Open hole 240
Annular Volume 20" vs 30"
Annular Volume 20" vs 26"
Hole Volume 26"

Volume Left in 20" casing (40 feef)
Total
100% excess
Total volume

Yield Per Sack
No. of Sacks

1.36
733

20", J-55, 94 [bs/ft, ST&C
Class A with 2% Calicum Chloride

Size

28"

20" vs 267
20" vs 307

Boftom (1)
40

240

245

89.39
301.06
18.44
79.79
498.67
498.67
997.34

cu fifsk
sacks

Yolume Constant

369 cuft/Inft
151 cuft/Infi
248 cuft/Inft
189 cuft/Infi
Total
40 feet
200 fest
5 feet
cu ft 40 ft* 2.4847 cu ft/In 1t
cu ft 200 ft *1.5053 cu ft/In ft
cu ft S5fi*3.687 cuftnit
cu ft 40 ft* 1.9947 cu ft/in ft
cu ft
cuft
cu ft



Surface Casing Cement:
First Stage

Casing: 13-3/8", J or K-55, 54.50 |bs/ft, ST&C
Cement: Class A with 2% Calcium Chloride

Hole Diameter 17 112" 167 cuft/Inft
Capacity of open hole annulus 13-3/8" ws 171427 069 cuftYInft
Capacity of cased hole annulus 13-3/8" vs 207 1.02 cuft/Inft
Capacity of 13-3/8" Casing 0.87 cuft/Inft
Top (ft) Botiom (ft) Total (ft)
Cased open hole 900 1200 300 feet
Open hole 1200 1210 10 feet
Annular Volume 13-3/8" in 17-1/2" 208,38 cuft
Hole Volume 16.70 cuft
Volume Leftin 13-3/8" casing (40 fi) 3472 cuft
Total 25980 cuft
20% excess 5196 cuft
Total volume 311.76 cuft
Yield Per Sack 1.36 cu fi/sk
No. of Sacks 2289 sacks
Surface Casing Cement
Second Stage Lead cement
Cement:  Class A Lite
Size Volume Constant
Hole Diameter 17 1/2" 167 cuft/Inft
Capacity of open hole annulus 13-3/8" vs 17-112" 0.69 cuf/In ft
Capacity of cased hole annulus 13-3/8" vs 20" 1.02 cuft/In fi
Capacity of open hale 167 cuft/Inft
Capacity of 13-3/8" Casing 0.87 cuft/Inft

Top (f1) Bottom (ff) Total (ft)

Cased hole depth 0 240 240 feet
Cased open hole 240 700 460 feet
Annular Volume 13-3/8"in 20" 24456 cufi
Annular Volume 13-3/8"in 17-12" 319.52 cuft

Total 564.08 cuft
20% excess 112.82 cu ft
Total volume 676.89 cuft

Yield Per Sack 2.06 cu fi/sk
No. of Sacks 329 sacks



Surface Casing Cement
Second Stage Tail cement

Cement:  Class A with 2% Calicum Chloride

Hole Diameter 17 172"

Capacity of open hole annulus 13-3/8" vs 17-1/2°

Capacity of cased hole annulus 13-3/8" vs 207
Capacity of 13-3/8" Casing

' Top (ft) Bottomn () Total (i)

Cased open hole 700 900 200 feet
Annular Volume 13-3/8"in 17-12" 138.92 cuft
Total 138.92 cu fi
20% excess 2778 cuft

Total volume 166.70 cu ft

Yield Per Sack 1.36 cu fi/sk
No. of Sacks 123 sacks

1.67 cuft/Inft
069 cuft/Inft
1.02 cuft/Infi
0.87 cuf/Inft



Protection Casing Cement

First Stage

Cement:  Epseal Epoxy Resin Slurry

Hole Diameter 12-1/4"
Capacity of open hole annulus 9-5/8" vs 12-1/4"
Capacity of open hole annulus 8-5/8" vs 12-1/4"
Top (i) Bottomn (fty Total (i)
Cased hole depth 0 0 0 feet
Cased open hole §-5/8" 2050 2825 575 feet
Cased open hole 8-5/8" 2625 2665 40 feet
Annular Volume 9-5/8" in 12-1/4" 134711 gals
Annular Volume 8-5/8" in 12-1/4" 123.50 gals
Total 1470.61 gals
10% excess 147.06 gals
Total volume  1617.67 gals
Protection Casing Cement
Second Stage Lead
Cement: Class A Lite
Hole Diameter 12-1/4"
Capacity of open hole annulus 9-5/8" vs 12-1/4"
Capacity of cased hole annulus 9-5/8" vs 13-3/8"
Capacity of 9-5/8" Casing
Taop (fi) Bottom (ftf) Total {fi)
Cased hole depth 0 1200 1200 feet
Cased open hole 9-5/8" 1200 1850 650 feet
Annular Volume 9-5/8" in 12-1/4" 203.58 cuft
Annular Volume 9-5/8" in 13-3/8" 43524 cuft
Total 638.82 cuft
20% excess 127.76 cuft
Total volume 766.58 cuft

Yield Per Sack 2.06 cu fi'sk
No. of Sacks 372 sacks

167 cuf/Inft
068 cuft/Inft

082 cuf/Infi
031 cuft/Inft
0.36 cuf/Infi
0.87 cuft/Infi

2.34 gals/n ft
3.09 gals/n fi



Protection Casing Cement _
Second Stage Tail

Cement: Class A with 2% Calciuum Chloride

Hole Diameter 12-1/4"

Capacity of open hole annulus 9-5/8" vs 12-1/4 031 cuft/Inft
Capacity of open hole 12-1/4" 0.82 cuft/Inft
Cased open hole 9-5/8" 1850 2050 200 Total feet
Annular Volume 9-5/8" in 12-1/4" 62,64 cuft
20% excess 12.53 cufi
Total volume 7517 cuft
Yield Per Sack 2.06 cu f/sk

No. of Sacks 36 sacks



APPENDIX B
DATA FOR CALCULATIONS OF PLUGGING AND ABANDONMENT COSTS
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PLUGGING AND ABANDONMENT COST ESTIMATE

Subject: Burns Harbor Division
Underground Injection Wells

1. Annual (Average) Producer Price Index for Oil and Gas Field Machinery (Commaodity
Code 11-91) from U.S. Department of Labor (202-606-7705). Values are taken from
the Internet at http:/stats.bls.gov (see Attachment ):

1997 - 1228
1998 - 125.8
2. Inflation Factor = 1998 Index/1997 Index
(1999) = 125.8/122.8
= 1.024

3. 1999 plugging and abandonment cost estimate is calculated by adjusting the 1998
cost estimates for inflation based on the above price index:

WPL #1 $1;3,ooo x| 1.024 | = 166,900
WAL #1 $94,600 x | 1.024 | = 96,900
WAL #2 $94,600 x| 1.024 | = 96,900
GSMW* $87,200 x| 1.024 | = 89,300
TOTAL | | | . | |$450000]

* GSMW = Galesville Sandstone Monitoring Well

‘4. Attached is a table showing the history of the cost estimates from 1986 to 1999.

0. Holmos)

D. L. Holmes
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‘o BURNS HABOFI DIVISION -
UNDERGROUND INJECTION CONTROL (UIC) WELLS .
PLUGGING AND ABANDONMENT COST ESTIMATES $

[ Ry lNFLATIGN ; . i

| YE?H | FACTOR WPL #1 WAL.#1 WAL #2 _GS_MW TOTAL
1986 * 46,500 | 36,200 36,200 - 118,900
1987 0.873 | 45,300 | 35,200 35,200 -- 115,700
1988 0.989 | 44,800]| 34,850 34,850 -- 114,500
1989 1.041 4__6,600 36,300 36,300 - 119,200
1990 “ 131,000 | 76,000| 76,000| 70,000 | 353,000
1991 1.083 | 135,500 { 78,500 78,500 72,500 | 365,000
1992 1.060 | 144,000 | 83,000 83,000 77,000 | 387,000
1993 0.991 | 142,500 | 82,500 82,500 76,000 | 383,500
1994 1.0068 | 143,400 83,300 83,300 76,700 386,700
1995 1.024 | 146,900 | 85,300 85,300 78,600 | 396,100
1996 1.031 | 151,500 | 88,000 88,000 81,100 | 408,600
1997 1.082 | 156,400 | 90,800 90,800 83,700 | 421,700
1998 1.042 | 163,000 | 94,600 94,600 87,200 | 439,400
1999 1.024 | 166,900 | 96,900 96,900 89,300 | 450,000

. Jl.hitial cost esti:r'hat.e. o | -

e Revised cost estimate.

WPL = Waste Pickle Liquor

WAL = Weak Ammonia Liquor

GSMW = Galesville Sandstone Monitoring Well

Disk #14/INFLFACT.DOC - March 9, 1999
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Bureau of Labor Statistics

Producer Price Index

2 Massachusetts Ave, NE
. Postal Square Bullding
Suite 3840

Washington, DC 20212
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Re:

Don Holmes

+1 (610) 694-1524

William F. Snyders

(202) 606-7754 or (202) 606-7753
(202) 606-7705
Snyders_W@bls.gov

2/26/99 8:55.08 AM
2
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Data extracted on: February 26, 1999 (08:54 AM)

Producer Price Index-Commaodities
Series Catalog:

Series ID : wpull91

Not Ssasonally Adjusted

Group : Machinery and equipment

Item : Oil field and gas field machinery
Base Date ; 8200

Data:

¥ Jan | Feb [Mar| Apr [May| Jun | Jul [Aug[Sep| Oct | Nov | Dec | Ann |
1989979  [97.9 '98.1 [08.2 Jo8.5 [98.6 [99.3 [100.1]100.2100.5 [100.2 [100.1" 99.1
1990(100.7 [100.5(100.6]100.7]100.6]100.9]101.2[102.0104.7{104.9 [105.8 |106.1 [102.4
1991106.2 [106.8/107.8[107.9/109.0109.0[109.4[109.3[109.3109.3 [109.3 [109.3 [108.6
1992)109.3 [107.6107.6]107.6/107.7]107.9/107.3]106.8[107.3J106.9 107.9 [108.0 [107.6
1993]108.2 [108.1]108.4/107.6]108.1]107.5[107.3[107.3]108.0[108.9 ]109.0 J109.8 J108.2
1994]109.8 ]110.6[110.4110.4)110.0]110.2)110.6[110.5[110.8[111.9 Ji11.9 Ji11.9 Ji10.8
19951124 [112.6]113.2{113.3[113.3[113.6[114.5[114.6(114.7]115.6 [1158 Ji158 [114.1
19961169 1117.00117.0117.1[117.1)117.8{118.0118.0[118.1[118.5 [118.8 {1194 [117.8
1997]120.9 [121.3122.1122.4{122.5/122.7[122.8]123.0[123.2]124.0 |124.8 [124.7 |i22.8
1998]125.7 [125.61125.7]125.6]125.6(125.6[125.6(125.9125.9(126.1(P)[126.4(P){126.4(P) 125.8(?1’

el

1999]126.6(P)
P : Preliminary. All indexes are subject to revision four months after original publication.

W | Dot Home Page

BLS Home Page

Bureau of Labor Statistics
ppi-info(@bls.gov

hitp.//inside.stats, bls, gov/cgi-bin/srgate ; 2/26/99
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June 10, 1998
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PLUGGING AND ABANDONMENT COST ESTIMATE

Subject: Burns Harbor Division
Underground Injection Wells

1. Annual (Average) Producer Price Index for Oil and Gas Field Machinery (Commaodity
Code 11-91) from U.S. Department of Labor (202-606-7705). Values are taken from
the Internet at hitp:/stats.bls.gov (see Attachment #4):

1996 - 117.8
1997 - 122.8
2. Inflation Factor = 1997 Index/1996 Index
(1998) = 122.8/117.8
= 1.042

3. 1998 plugging and abandonment cost estimate is calculated by adjusting the 1987
cost estimates for inflation based on the above price index:

WPL #1 $156,400 x | 1.042 | = 163,000
WAL #1 $90,800 x| 1.042 | = 94,600
WAL #2 $90800 x| 1.042 | = 94,600
GSMW' | $83700 x| 1042 | = |  87.200
lrota | = | | b | 439,400

* GSMW = Galesville Sandstone Monitoring Well

4. Attachment #2 is a table showing the history of the cost estimates from 1986 to

O.L Msbprar—

D. L. Holmes



ATTACHMENT L/M - CONSTRUCTION PROCEDURES and CONSTRUCTION DETAILS
WAL/SPL-1 will be constructed utilizing procedures and materials that insure that
the well is suitable for injection of either WAL or SPL. Proposed construction procedures
and materials are discussed in this attachment. A schematic diagram of the proposed
construction details of WAL/SPL-1 is included as Figure 3-4. This figure also compares
the proposed well configuration to a siratigraphic column of the sub-surface geology
expected at the proposed location. A wellhead schematic is included as Figure 3-5.

This attachment consists of six (6) major parts:

Drilling Program in Dialog Format (in the following text)
Drilling Program by Task (in Appendix A)

Electric Logging Program (in Appendix A)

Casing Program and Specifications (in Appendix A)
Cementing Equipment Data (in Appendix A)

Cement Program (in Appendix A)

DRILLING PROGRAM IN DIALOG FORMAT

All depths referenced in this drilling program are based upon the drilling rig’s rotary
kelly bushing being eighteen feet above ground level. All depths have been approximated
using historical drilling data from the other wells and regional information. Actual formation
and completion depths will be based on in-situ logging conducted during the drilling and
steel line measurements made during installation. All of the cementing volumes used to
calculate material requirements are based on gauge hole. Actual cement volumes and
final cement additive selection will be based on log information and drilling conditions. A
completion report containing all of the required and pertinent information will be prepared
and submitted after construction is completed. The actual depths and volumes used will
be included in the report.

It is BSC’s practice to keep the USEPA UIC technical personnel fully appraised of
drilling activities by means of a faxed daily report and telephone conversations. This
program will be incorporated into the reporting of all activities during drilling and completion
based upon mutual agreement of subject and content between BSC and the UIC group.
This drilling program sets forth the minimum construction standards and procedures that
will be used during construction. Major or minor changes required by actual drilling
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conditions will be discussed with the proper regulatory personnel as they arise.

After the site is cleared and graded, a 30" conductor will be driven to 40 feet or
refusal by pile driving or drilled and cemented using a conductor setting service.

CONDUCTOR: Surface to 40' or point of refusal
30", .375" or .500" wall, carbon steel

During the drilling of the Galesville monitoring well, severe washout beneath the
drilling rig sub-structure occurred. To reduce the chance of reoccurrence, a driven
conductor has been added.

After the conductor is in place, a suitable drilling rig will be moved to location and
rigged up. A flow line connecting the steel recirculating tanks into the side of the conductor
will be welded in place. The rig will utilize a closed loop mud system during drilling. All
generated cuttings will be collected in steel pits for disposal on site. Fluids will be collected
and properly disposed using BSC's appropriate liquid and sludge facilities.

Following rig up, a 26" hole will be drilled from the surface to 245 feet through the
glacial deposits and approximately 45 feet into the top of the Silurian-Devonian formation.
A 20" threaded and coupled conductor will be run in the hole and cemented using
conventional cement circulation techniques. A cement volume of no less than 100%
.excess of the calculated hole volume will be pumped initially. If the cement top falls Ek
after "c':é;henting, the annulus will be filled with additional cement by the tremie method.
The casing will remain hung from the rig for a minimum of 24 hours to allow the cement

to cure without disturbance.

SURFACE CONDUCTOR:
Surface to 240 feet
20", J-55, 94 Ibs/it, 8rd, ST&C
Drift Diameter: 18.936 inches
O.D. of Coupling: 21.000 inches
Collapse: 520 psi
Body Yield 1,480,000 pounds
Internal Yield 2,110 psi
Joint Strength: 784,000 pounds
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SURFACE CONDUCTOR CEMENTING EQUIPMENT

ltem# Qty Description
1. 1 20" guide shoe with float
2. 1jt 20" 94 Ibs/ft, J or K-55, 8rd, ST&C
2 Steel spring centralizer, 1- 10' above shoe, 1-10'feet below
collar
3 1 Stab-in float sub
4, 5ijts 20", 94 Ibs/it, J or K-55, 8rd, ST&C
2 Sieel spring centralizer 1- between joints 3&4, 1- between
joints 1&2
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Note relative to all cementing:

All capacities, volumes, pipe weights, diameters, etc. were obtained
from Halliburton Cementing Tables per standard APl practice.

Surface Conductor Cement:
Casing: 20", J-55, 94 lbs A, ST&C
Cement:  Class A with 29 Calicum Chioride

Size Yolume Constant

Hole Diameter 26" 3.69cufi/Inft
Capacity of open hole annulus 200 vs 26° 1.51 cuft/inft
Capacity of cased hele annulus 200 vs 30° 248 cuft/In
Capacity of 20" Casing 1.9 cuft/Inft

Top () Bottom (it) Total
Cased hole depth 0 40 40 feet
Cased open hole 40 240 200 feet
Open hole 240 245 5 feet
Annular Volume 20° vs 30° 99.39 cuft 40 fr* 2.4847 cu fidn ft
Annular Volume 20° vs 267 301.06cuft 200 ft ¥1.5053 cu fiAn fi
Hole Volume 26" 1844 cuft 51ft*3.6870cu fidn ft
Volume Left in 20° casing (40 feet) 79.79 cuft 40 ft * 1.9947 cu ftiAn fit

Total 428.67 cu ft
100% excess 498.67 cu ft
Total volume 99734 cuft

Yield Per Sack 1.36 cu ftsk
No. of Sacks 733 sacks

A 20" casing head will be welded to the casing and blow out preventors (BOP’s)
mounted. A new flow line and drilling nipple suitable to mount air assist drilling equipment
will be fabricated and mounted above the BOP’s. The BOP’s will be pressure tested to
1000 psi using a test plug in the casing head. Drilling will proceed after testing is
completed.

A 17-1/2" diameter hole will be drilled from 245 feet to approximately 1200 feet
using water and gel sweeps to keep the hole clean. If necessary, air assisted drilling
techniques will be used to drill a portion of the well. Single shot deviation surveys will be
run at least once every 300 feet to insure the angle of deviation is less than 3°. During
drilling, a mud logger will be on site to collect three sets of dry cutting samples. Samples
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will be collected no less than once every 30 feet.

Drilling the surface casing hole to 1200 feet is a major change from previous well
construction at BSC. The change is based on the lost circulation zone encountered while
drilling in the Trenton formation during the construction of the Galesville monitoring well.
After setting surface casing at 950 feet, a major lost circulation zone was encountered at
approximately 1067 feet. To prevent this from re-occurring on this well, the design
includes drilling through the Trenton formation and into the top of the Black River formation
before setting surface casing. This will isolaie any Trenton high porosity/low pressure
zones during deeper drilling operations. Special two stage cementing procedures are
included to deal with the Trenton should lost circulation occur and to insure the
competency of the cement job.

After the well is drilled to 1200 feet a complete suit of open hole logs with be run.

SURFACE CONDUCTOR OPEN HOLE LOGGING

Dual Induction- Spontaneous Potential - Gamma Ray
Formation Density - Compensated Neutron - Gamma Ray
Open Hole Caliper - Gamma Ray

After the logs are complete a clean up trip will be made to clear the hole of any
accumulated drilling debris. Casing crews will be rigged up to properly torque and install
approximately 1200 feet of 13-3/8 inch, 54.50 pound/foot, J or K-55, casing. The casing
will include a guide shoe with internal float, a float collar, an external casing packer, a
sliding sleeve port collar and sufficient spring steel centralizers to center the casing in the
hole. After the casing is installed, inter-string cementing tools will be made up to the drill
pipe and run inside of the casing. The lower stinger will be engaged and the casing
circulated to clear debris from the hole. The first stage of the cement job is planned to
utilize a minimum cement volume equal to no less than of 120% of the measured hole
volume from total depth to approximately 900 feet. Class A cement with 2% calcium
chloride is planned for this stage. After the cement is circulated into place, the inter-string
will be moved to inflate the external casing packer. This procedure will isolate additional
cement column pressure from being exerted on the Trenton formation. Afier inflating the
external casing packer, the sliding sleeve port collar will be opened and any excess first
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stage cement will be circulated from the annulus. The second stage cementing will begin
immediately'after the excess cement is circulated from the hole. A combination of light
weight lead cement and dense tail cement will be used to cement the second stage.
Following the cementing procedure, the casing will be hung from the drilling rig for a

minimum of 24 hours.

SURFACE CASING:
Surface to1200 feet
13-3/8", J or K-55, 54.50 lbs/ft, 8rd, ST&C
Drift Diameter: 12.459 inches
0.D. of Coupling: 14.375 inches
Collapse: 1,130 psi
Body Yield 853,000 pounds
Internal Yield 2,730 psi
Joint Strength: 547,000 pounds

SURFACE CASING CEMENTING EQUIPMENT:

ltem # Qty Description
i 15 1 13-3/8" guide shoe with float
2. 1jt 13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C
2 Steel spring centralizer, 1- 10' above shoe, 1-10'feet below
collar
3. 1 Stab-in float sub
é 4ijts 13-3/8", 54.50 lbs/ft, J or K-55, 8rd, ST&C
2 Steel spring centralizer 1 - between join'fs 283, 1- between
joints 4&5
2 Canvas cement baskets on the 10' and 20' from the top of joint
6
5. 2jts 13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C
6. 1 13-3/8" External Casing Packer
7. 1 13-3/8" Sliding Sleeve Port Collar
8. 23 jts 13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C
7 Steel spring centralizers, 1 every third joint starting with the top
of joint 9
TEXAS WORLD OPERATIONS, INC.
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Surface Casing Cement:

First Stage
Casing: 1338, J or K-65, 54.50 |bs A, ST&C
Cement:  Class A with 29 Calcium Chloride

Hole Diameter 1712 167 cufi/inft
Capacity of epen hole annulus 1338 v 17.1/2 069 cuft/Inf
Capacity of cased hole annulus 13.38" vs 207 101 cuf/Inft
Capacity of 13-38" Casing 0.8 cuft/Inft
Top (it) Bottom (ft) Total (ft)
Cased open hole S00 1200 300 feet
Open hole 1200 1210 10 feet
Annular Volume 13328 in 17-1/2° 208.38 cuft
Hole Volume 1670 cuft
Volume Leftin 13-38" casing (40 fI) 3471 cutft
Total 259.79 cuft
20% excess 5195 cuft
Total wlume 311.75 cuft
Yield Per Sack 1,36 cu ft&K
No. of Sacks 229 sacks

Surface Casing Cement

Cement: Class A Lite

Hole Diameter
Capacity of open hole annulus
Capacity of cased hole annulus
Capacity of open hole
Capacity of 13-38&' Casing

Top (ft)
Cased hole depth 0
Cased open hole 240

Annular Volume 13-38" in 20°
Annular Volume 1338" in 17-12°

Total

209, excess

Total wlume

Yield Per Sack 2.06
No. of Sacks 325

Second Stage Lead cement

Size Volume Constant
17 12 1.67 cuft/Inft
1338 vs 17.1/2 062 cuft/Inft
1338" vs 207 1.01 cuft/Inft
1.67 cufi/inft
086 .cuft/Inft
Bottomn (ft) Total (#) '
240 240 feet
700 460 feet
24456 cutt
31951 cuft
564.07 cuft
11281 cuft
676.89 cuft
cu ftisk
sacks
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Surface Casing Cement
Second Stage Tail cement

Cement:  Class A with 29 Calicum Chloride

Hole Diameter 17 12 1.67 cuft/Inft
Capacity of open hole annulus 13-38" v 17-12 0.69 cuft/In ft
Capacity of cased hole annulus 13-38" v 20° 1.02cuft/inft
Capacity of 13-38" Casing 0.87 cuft/Inft

Top (ft) Bottom (ft) Total {ft)
Cased open hole 700 300 200 feet
Annular Volume 13-38" in 17-12' 138.92cutt

Total 138.92 cu ft

20%, excess 27.78cuft

Total volurme 166.70 cu ft
Yield Per Sack 1.36 cu ftsk
No. of Sacks 123 sacks

After waiting 24 hours, the flow line and BOP's will be removed. A casing spool,
hanger and seals will be installed. The BOP's and flow line will be re-installed. After 72
hours of cure time, a cement bond log with variable density will be run.

Cased Hole Logging Program

Single Pass Temperature
Cement Bond with Variable Density

If the bond log records sufficient cement bond, work will continue. If insufficient
cement bonding is shown, a remedial cementing plan will be initiated before drilling out.
The casing will be pressure tested to 1000 psi for one hour. If the test pressure changes
less than 3%, the casing pressure test will be considered acceptable.

A 12-1/4 inch diameter drill bit will be used to drill out the float shoe, cement
remaining in the casing and the guide shoe. A 12-1/4 inch hole will be drilled from 1200
feet to the top of the Precambrian Formation using water, gel sweeps, and possibly air
assisted drilling technigues to keep the hole clean of cuttings. The Precambrian is
expected to be encountered between 4300 feet and 4400 feet. Once the Precambrian is
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encountered the 12-1/4" hole will be extended into the formation if it can be easily drilled.
No more than 20 feet of Precambrian is expected to be drilled.

After the drilling is completed, the hole will be circulated clean and then logged.

PROTECTION CASING OPEN HOLE LOGGING

Dual Induction- Spontaneous Potential - Gamma Ray
Formation Density - Compensated Neutron - Gamma Ray
Open Hole Caliper - Gamma Ray

Gyroscopic Deviation Survey

Following the open hole logging, a series of fracture gradient tests will be
performed. Three intervals (one upper, one middle, one lower) within the lower Mount
Simon formation will be selected based on borehole geometry, porosity and density.
Inflatable straddle packers will be used to isolate each of the three selected zones from the
remainder of the hole section. Either increasing flow rate step testing or flow rate reduction
testing will be used to determine the fracture initiation pressure, fracture propagation
pressure, and the fracture closure pressure. Water will be used during the fracturing tests.

After completing the fracture gradient tests, the straddle packers will be used to

recover a sample of fluid from the upper Mount Simon formation (2580 feet-2620 feet).”

A small inner string will be made up and lowered into the workstring so that nitrogen can
~ be used to produce the fluid. After the fluid is recovered, the well will be allowed to recover

and the fluid level measured to determine the bottom hole pressure of the upper Mount
Simon.

No cores are planned to be taken in this well due to the previous coring performed
during the drilling of the Galesville Monitor well and the existence from the cores taken
during the drilling of the Midwest Steel well. Midwest data was previously used to
determine the properties of the lower well formations in the petition modeling.

After the fracturing tests and fluid recovery are completed, the straddle packers will
be removed from the well bore and a clean-up trip made. Casing crews will be used to
properly tighten the 9-5/8 inch protection casing while it is being run into the wellbore. The
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protection casing will be run to a depth of approximately 2765 feet. The actual depth will
be determined from the logs. It is planned to set the external casing packer immediately
below the top of the lower Mount Simon formation. A carbon steel guide shoe will be
threaded to a Hastelloy external casing packer and run in the hole beneath the protection
casing. The lowermost section of the protection casing will consist of 8-5/8", sch 40 or sch
80 Hastelloy C-276. A polished bore casing receptacle made from 8-5/8", sch 80
Hastelloy C-276 pipe will be run next. A cross over will connect the Hastelloy to the 9-5/8",
40#/ft, N-80 carbon steel casing. Another external casing packer and sliding sleeve port
collar will be installed at approximately 2050 feet. Once the casing is in place, an inner
string with port collar tools will be lowered into the casing. The well will be circulated clean.
The lower section of the casing from 2765 feet to 2050 feet will be cemented with Epseal
epoxy resin cement. The upper section of casing from 2050 feet to surface will be
cemented with a combination of Class A cement and Class A Lite cement.

PROTECTION CASING: Surface to 2700 feet
9-5/8", N-80, 40 Ibs/ft, 8rd, LT&C

Drift Diameter: 8.679 inches
O.D. of Coupling: 10.625 inches
Collapse: 3,090 psi
Body Yield 916,000 pounds
Internal Yield 5,750 psi
Joint Strength: 737,000 pounds

ACID RESISTANT CASING AND POLISHED BORE RECEPTACLE:
8" Hastelloy C-276, Sch-80 with “O"ring sealed square acme
threads. Total length + 40 feet. Set 2700 to 2740 feet. Total
BHA with sliding sleeve, external casing packer and guide
shoe: = 2755 feet. 1.D. of PBR: 7.75 inches
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PROTECTION CASING CEMENTING EQUIPMENT

ltem # Qty  Description

o0k 0h =

©

1 8-5/8" External Casing Packer with guide shoe.

1 8-5/8" Hastelloy Sliding Sleeve Port Collar

1 8-5/8" Hastelloy PBR Extension

1 8-5/8" Hastelloy Polished Bore Receptacle
8-5/8" by 9-5/8" cross over sub ’

17 jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C

3 8-5/8" Steel spring centralizer, 1- 10' above port collar, 1 on
extension, 1 on PBR

8 9-5/8" Steel Spring Centralizer, 1 on every other joint

1 9-5/8" External casing Packer

1 9-5/8", Sliding Sleeve Port Collar

51jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C

17  9-5/8" Steel Spring Centralizer, 1 on every third joint

Protection Casing Cement

First Stage

Cement:  Epseal Epoxy Resin Sluny

Hole Diammeter 1214 1.67 cuft/Inft

Capacity of open hole annulus 958w 1214 068 cuft/Inft 23 galsAnft

Capacity of open hole annulus 858" v 1214 3.09gals/nft
: Top (ft) Bottomn (ft) Total (ft).

Cased hole depth 0 0 0 feet

Cased open hole 9-58' 2050 2625 575 feet

Cased open hole 858" 2625 2665 40 feet

Annular Volume 958" in 12-14" 1347.11 gals

Annular Volume 858" in 12-14" 123.50 gals

_ Total 1470.61 gals
10% excess 147.06 gals
Total wlume  1617.67 gals
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Protection Casing Cement

Cement:  Class A Lite

Hole Diameter
Capacity of open hole annulus
Capacity of cased hole annulus
Capacity of 9-58' Casing

Top (ft)
Cased hole depth
Cased open hole 9-58°

0
1200

Annular Volume 958" in 12.14"
Annular Volume 9-58' in 13-38"
Total

20% excess
Total volume

Yield Per Sack
No. of Sacks

206
372

Protection Casing Cement

Cement:

Hole Diameter

Capacity of open hole annulus
Capacity of open hole

Cased open hole 8-58" 1850

Annular Volume 958" in 12-14"
2% excess

Total volume

Yield Per Sack
No. of Sacks

206
»

Second Stage Lead

1214
958" s 12-14"
958" vs 13-38"

0.82cu ft/In ft
03lcuft/Inft
0Fcuft/Inft
0.87 cuft/Inft
Bottorn (ft) Total (ft)

1200 1200 feet

1850 650 feet

20358 cu ft
43524 cuft
63882 cuft
127.76 cu ft
766.58 cu it

cu ftsk
sacks

Second Stage Tail

Class A with 2% Calciuum Chloride

12-14°
958" ws 12.14"
12.14°

250

O03lcuft/Inft
0.82cu ft/Inft
200 Total feet

6264 cutt
1253 cuft
7517 cuft

cu ftsk
sacks
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The casing will be hung from the drilling rig for a minimum of twenty-four hours while
the cement is initially allowed to cure. After twenty-four hours has expired, the casing will
be cut, the BOP’s removed, a 9-5/8 inch hanger, seal and a tubing spool installed. The
cement will be allowed to cure for 72 total hours after pumping. A logging truck will be
rigged up to run the following logs:

CASED HOLE LOGGING PROGRAM (72 hours after cementing)

Cement Bond with Variable Density
Temperature Log
Electro-Magnetic Casing Inspection

After logging, a test seal will be made unto the bottom of the work string and
lowered into the casing polished bore receptacle. The casing will be pressure tested to
1000 psi for one hour.If the test pressure does not change more than 3% during the hour,
the test will considered acceptable. After pressure testing, the well bore will be stimulated
by nitrogen jetting, acidizing and nitrogen jetting. During the first jetting phase, samples
of formation fluid will be collected.

After stimulation, an injectivity/fall-off test will be performed followed by a radio-
active tracer log. The logging tools will be rigged down and casing crews rigged up to
install the 5-1/2" fiberglass injection tubing.

TUBING:
Surface to 2775 feet :
5-1/2", Red Box 2500, 7.3 Ibs/ft, 8rd, LT&C
Drift Diameter: 5.53 inches
0.D. of Coupling: 6.78 inches
Collapse: 3,300 psi
Internal Yield 2,500 psi
Joint Strength: 54,500 pounds

Once the tubing is run, the tubing will be spaced out and the annulus filled with
inhibited NaCl brine. The seal assembly will be landed in the polished bore receptacle.
The annulus will be topped off with food grade mineral oil. The BOP’s will be removed and
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the tubing hung off in the tubing spool. The annulus will be pressure tested to 1000 psi for
one hour. If the test pressure changes less than 3% during the hour, the test will be
considered acceptable.

The drilling rig will be rigged down and removed from location. The location will be
cleared and construction will begin on the surface facilities. A report fully detailing the work
will be prepared and submitted to the USEPA along with a modification request to the
current petition for exemption from the Land ban regulations
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STEP

10.
11.

T2,

13.

BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WAL/SPL-1
DRILLING PROGRAM

TASK

Prepare the location by removing as much miscellaneous equipment from the area
as possible. '

Survey the location and stake the well site.

Drive a 30 inch diameter, 0.375 inch or .500 inch wall carbon steel conductor to 40
feet or refusal.

Move in and rig up the drilling rig with all the necessary ancillary equipment. The
rig should include a substructure with rotary table, two sets of pipe racks, catwalk
and V-door, two steel tanks, two mud pumps, dog house, adequate generators for
the mud system and the rig, drilling instrumentation and slick line.

Set up a closed mud system which includes shakers, de-sander, de-silter and
centrifuge. All drill cuttings will be placed in a roll off box for disposal.

Drill the rat hole and mouse hole.

Drill a 26 inch hole to approximately 240 feet using water and native mud. A single
shotdeviation survey will be made every third joint drilled (approximately 100 feet).

Circulate and condition the hole for casing.

Install approximately 240 feet of 20 inch, 94 pounds/foot, J or K-55, 8 rd, ST&C
casing with a sting in guide shoe and float.

Pick up an inner-string and stab into the guide shoe.

Circulate the hole clean

Cement the casing with Class A cement with 2% calcium chloride. The calculated
volume plus 100% excess will be emplaced. After cementing the casing, clean out
any excess cement from the cellar. If the cement fails to come to surface, top off

the annulus by the tremmie method using Class A cement.

Allow the cement to cure for 24 hours while hanging from the rig.



14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

Cut off the excess casing. Weld on a casing head. Mount a blow out preventer
(BOP) and flow line. Move in and rig a mud logger to catch and describe drilling
samples. .

Pressure test the BOP at 1000 psi.

A 17-1/2 inch bit will be used to drill the surface hole. The well will be drilled using
fresh water. High viscosity gel-lime sweeps will be made every 100 feet, if needed.
Pick up a 17-1/2 inch bit with sufficient drill collar weight.

Drill the surface hole to 1200 feet. Catch wet and dry drilled cuttings samples every
30 feet. Take a single shot survey approximately every 300 feet. The maximum
deviation in the well will be 3 degrees or less.

Circulate and condition the hole for logs. Rig up the electric loggers. Run the
following electric logs from 1200 feet to surface:

A) Dual Induction - Spontaneous Potential - Gamma Ray

B) Formation Density - Compensated Neutron - Gamma Ray

C) Open Hole Caliper - Gamma Ray

Circulate and condition the hole for casing. Drift the casing on the racks when it
arrives, clean and visually inspect all the threads on the pins and couplings. Rig up
to run the 13-3/8 inch, 54.5 Ib/ft, J or K -55 casing to approximately 1200 feet.

Pick up and run the inner-string and stab in guide.

Rig up to cement. Circulate one annulus volume of clean water prior to cementing.
Cement from 1200 feet to surface following the attached cementing program.

Allow the cement to cure for a minimum of 24 hours while hanging from the slips.
Cut off the casing to the proper height and mount a casing spool, hanger and seals.

Nipple up the BOP. Function test the BOP. Pressure test the BOP and lines to
2,000 psig using a test plug.

Wait on cement for 72 hours prior to cased hole logging operations.

Rig up the electric loggers and run the following electric logs from casing plug back
TD to surface:

A Cement Bond log with Variable Density

B. Temperature Log

Pressure test the casing to 1000 psi for one hour. The test will be considered
successful if there is less than a 3% gain or loss in pressure after one hour.



28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

Pick up a 12-1/4 inch bit and bottomhole assembly and run in the well with the drill
pipe. Drill out the surface casing. Do not exceed 10,000 Ibs bit weight or 50 rpm
rotary while drilling out the float and shoe.

Drill a 12-1/4 inch hole from approximately 1200 feet to approximately 4400 feet.
Caich wet and dry samples every 30 feet. Take a single shot survey every third
joint drilled (approximately every 300 feet). The maximum deviation will be 3
degrees or less.

Circulate and condition the hole for logs. Rig up the electric loggers. Run the
following electric logs from 4400 feet to 1200 feet:

A. Dual Induction - Spontaneous Potential - Gamma Ray

B. Formation Density - Compensated Neutron - Gamma Ray
C. Open Hole Caliper - Gamma Ray

D. Gyroscopic survey from surface to total depth

Perform open hole fracture gradient testing with straddle packers in the Mt. Simon
formation as described in the fracture gradient test plan.

Recover a fluid sample from the upper Mt. Simon formation using the straddle
packers, an inner string and nitrogen jetting

Release the packer and pull out of the hole. Lay down the inflatable open hole
tools.

Run in the hole with the drill string to circulate and condition the hole for casing.
Pull out of the hole laying down.

Drift the casing on the racks when it arrives, clean and visually inspect all the
threads on the pins and couplings. Pull out of the hole with the drill string. Rig up
to run the 9-5/8 inch 40 Ib/ft N-80 casing to 2765 feet per the casing and cementing
equipment programs. '

Run in the hole with the TAM cementing tools on drill pipe. Cement per the
cementing program.

Cut off the casing to the proper height and install the hanger, casing spool and
seals after 24 hours of waiting for the cement to cure..

Nipple up the BOP. Function test the BOP. Pressure test the BOP and lines to
2,000 psig.

Wait on cement for 72 hours prior to cased hole logging operations.



40.

41.

42.

43.

44,

45.

46.

47.

48.

Rig up the electric loggers and run the following electric logs from casing plug back
TD to surface:

A. Temperature Log

B. Cement Bond Log with Variable Density

C. Electro Magnetic Casing Inspection Log

D. Radioactive Tracer

Pick up an inflatable packer or test seal, go in the hole and set the packer 10 feet
above the casing shoe. Pressure test the casing to 1000 psi for one hour. If the
pressure changes less than 3% in the one hour period the test will be considered
successful.

Stimulate the well as described in the stimulation plan.

Pull out of the hole and lay down the work string.

Rig up and run the seal assembly and 5-1/2" fiberglass injection tubing. Tag up
and space out

Displace the annulus with fresh water and top off with food grade mineral oil for
freeze protection (approximately 30 feet of mineral oil).

Hang off the tubing in the wellhead.

Pressure test the annulus to 1000 psi for one hour. If the annulus pressure
changes less than 3% after one hour the test will be considered acceptable.

Clean the mud system and dispose of fluids and drilled solids properly. Rig down
the drilling rig and move off.




BETHLEHEM STEEL CORPORATION

BURNS HARBOR DIVISION
WAL/SPL-1
LOGGING PROGRAM
Surface Hole
Open Hole

Dual Induction- Spontaneous Potential-Gamma Ray
Formation density-Compensated Neutron-Gamma ray
Open Hole Caliper- Gamma Ray

Cased Hole (72 hours after cementing)
Cement Bond with Variable Density
Temperature Log

Protection Hole

Open Hole
Dual Induction- Spontaneous Potential-Gamma Ray
Formation density-Compensated Neutron-Gamma ray
Open Hole Caliper- Gamma Ray
Gyroscopic Survey

Cased Hole (72 hours after cementing)
Cement Bond with Variable Density
Temperature Log
Electro-Magnetic Casing Inspection
Radioactive Tracer



BETHLEHEM STEEL CORPORATION

BURNS HARBOR DIVISION
WAL/SPL-1

CASING PROGRAM AND SPECIFICATIONS

CONDUCTOR:

SURFACE CONDUCTOR:

SURFACE CASING:

PROTECTION CASING:

Surface to 40' or point of refusal
30", .375" or .500" wall, carbon sieel

Surface to 240 feet
20", J-55, 94 |bs/ft, 8rd, ST&C

Drift Diameter: 18.936 inches
0O.D. of Coupling: 21.000 inches
Collapse: 520 psi
Body Yield 1,480,000 pounds
Internal Yield 2,110 psi
Joint Strength: 784,000 pounds

Surface to 970 feet
13-3/8", J or K-55, 54.50 lbs/ft, 8rd, ST&C

Drift Diameter: 12.459 inches
0O.D. of Coupling: 14.375 inches
Collapse: 1,130 psi

Body Yield 853,000 pounds
Internal Yield 2,730 psi
Joint Strength: 547,000 pounds

Surface to 2700 feet
9-5/8", N-80, 40 Ibs/it, 8rd, LT&C

Drift Diameter: 8.679 inches
0.D. of Coupling: 10.625 inches
Collapse: 3,090 psi

Body Yield 916,000 pounds
Internal Yield 5,750 psi
Joint Strength: 737,000 pounds

ACID RESISTANT CASING AND POLISHED BORE RECEPTACLE:

8" Hastelloy C-276, Sch-80 with “O"ring sealed square acme
threads. Total length + 40 feet. Set 2700 to 2740 feet. Total
BHA with sliding sleeve, external casing packer and guide
shoe: + 2755 feet. 1.D. of PBR: 7.75 inches



TUBING:

Surface to 2775 feet

5-1/2", Red Box 2500, 7.3 Ibs/ft, 8rd, LT&C
Drift Diameter: 5.53 inches
O.D. of Coupling: 6.78 inches
Collapse: 3,300 psi
Internal Yield 2,500 psi

Joint Strength: 54,500 pounds



Surface Conductor

BETHLEHEM STEEL CORPORATION
BURNS HARBOR DIVISION
WAL/SPL-1
CEMENTING EQUIPMENT

20" guide shoe with float
20", 94 Ibs/ft, J or K-55, 8rd, ST&C
Steel spring centralizer, 1- 10' above shoe, 1-10'feet below collar

20", 94 Ibs/ft, J or K-55, 8rd, ST&C

ltem# Qty Description
1. 1
2. 1jt
2
3. 1 Stab-in float sub
4. 5ijts
2

Surface Casing

Steel spring centralizer 1- between joints 3&4, 1- between joints
182

13-3/8" guide shoe with float
13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C
Steel spring centralizer, 1- 10' above shoe, 1-10'feet below collar

13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C
Steel spring centralizer 1 - between joints 2&3, 1- between joints

Canvas cement baskets on the 10' and 20' from the top of joint 5
13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C

13-3/8" External Casing Packer

13-3/8" Sliding Sleeve Port Collar

13-3/8", 54.50 Ibs/ft, J or K-55, 8rd, ST&C

ltem # Qty Description

1. 1
2. 1ijt

2
3. 1 Stab-in float sub
4. 4 jts

2

485

2
5. 2jts
6. 1
[ A 1
8. 23 jts

7

Steel spring centralizers, 1 every third joint starfing with the top of
joint 8



Protection Casing

ltem# Qty Description
8-5/8" External Casing Packer with guide shoe.
8-5/8" Hastelloy Sliding Sleeve Port Collar
8-5/8" Hastelloy PBR Extension
8-5/8" Hastelloy Polished Bore Receptacle
8-5/8" by 9-5/8" cross over sub
7 jts 9-5/8", 40 lbs/ft, N-80, 8rd, LT&C
8-5/8" Steel spring centralizer, 1- 10' above port collar, 1 on
extension, 1 on PBR
9-5/8" Steel Spring Centralizer, 1 on every other joint
9-5/8" External casing Packer
9-5/8", Sliding Sleeve Port Collar
51jts 9-5/8", 40 Ibs/ft, N-80, 8rd, LT&C
17  9-5/8" Steel Spring Centralizer, 1 on every third joint

Do hA W=
) =t =t =i =b =i =i

© o~
= = 0



Bethlehem Steel Corporation
Burns Harbor Division
WAL/SPL #1 Cement Calculations:

All capacities, volumes, pipe weights, diameters, etc. were obtained
from Halliburion Cementing Tables per standard API practice.

Surface Conductor Cement:
Casing: 20", J-55, 94 |bsfit, ST&C
Cement: Class A with 2% Calicum Chloride

Size Volume Constant

Hole Diameter 28" 369 cuftfInft - .
Capacity of open hole annulus 20" vs 26" 1.51 cuft/Infi
Capacity of cased hole annulus 20" vs 307 248 cuft/Inft
Capacity of 20" Casing 1898 cuft/Inft

Top (ft) Bottom (ft) Total
Cased hole depth 0 40 40 feet
Cased open hole 40 240 200 feet
Open hole 240 245 5 feet
Annular Volume 20" vs 30" 99.39 cuft 40 ft* 2.4847 cu t/In fi
Annular Volume 20" vs 26" 301.06 cuft 200 ft *1.5053 cu ftn ft
Hole Volume 26" 18.44 cuft Sft*3.687 cuftinft
Volume Left in 20" casing (40 feet) 79.79 cuft 40 ft * 1.8947 cu it/In fit

Total 49867 cuft
100% excess 498 67 cu ft
Total volume 8997.34 cufi

Yield Per Sack 1.36 cu ftisk
No. of Sacks 733 sacks



Surface Casing Cement:

First Stage

Casing: 13-3/8", J or K-55, 54.50 |bs/ft, ST&C
Cement:  Class A with 2% Calcium Chloride

Hole Diameter
Capacity of open hole annulus
Capacity of cased hole annulus
Capacity of 13-3/8" Casing

Top (f)
Cased open hole 900
Open hole 1200

Annular Velume 13-3/8" in 17-1/2"
Hole Volume
Volume Left in 13-3/8" casing (40 ft)
Total
20% excess
Total volume

Yield Per Sack 1.36
No. of Sacks 229

Surface Casing Cement

Cement: Class A Lite

Hole Diameter
Capacity of open hole annulus
Capacity of cased hole annulus
Capacity of open hole
Capacity of 13-3/8" Casing

Top (1)
Cased hole depth 0
Cased open hole 240

Annular Volume 13-3/8" in 20"
Annular Volume 13-3/8" in 17-12"
Total
20% excess
Total volume

Yield Per Sack 2.06

17 1/2"
13-3/8" vs 17-12"
13-3/8" vs 20"

Bottomn (ff) Total (ff)
1200 300 feet
1210 10 feet

208.38 cuft
16.70 cuft
3472 cuft

259.80 cuft
51.86 cuft

311.76 cuft

cu fi/sk
sacks

Second Stage Lead cement

167 cuft/Inft
0.69 cuft/Inft
1.02 cuft/Inft
0.87 cuft/Inft

Size Volume Constant

17 12"
13-3/8" vs 17-1/2"
13-3/8" vs 20"

Bottom (ft) Total (it)
240 240 feet
700 460 feet

24456 cuft
31952 cuft
564.08 cuft
112.82 cu ft
676.89 cuft

cu ft/sk

No. of Sacks 329 sacks

167 cuft/Inft
0.69 cuft/inft
102 cuft/Inft
167 cuft/Inft
0.87 cuft/Inft



Surface Casing Cement
Second Stage Tail cement

Cement:  Class A with 2% Calicum Chloride

Hole Diameter 171/2°
Capacity of open hole annulus 13-3/8"vs 17-1/2"
Capacity of cased hole annulus 13-3/8" vs 20"

Capacity of 13-3/8" Casing
Top (ft) Bottom (f) Total (i)
Cased open hole 700 800 200 feet

Annular Volume 13-3/8" in 17-12° 138.92 cuft
Total 138.92 cuit

20% excess 27.78 cuft

Total volume 166.70 cuft

Yield Per Sack 1.36 cu ft/sk
MNo. of Sacks 123 sacks

167 cuft/inft
069 cuft/Inft
1.02 cuft/Inft
0.87 cuft/Inft



Protection Casing Cement
First Stage

Cement:  Epseal Epoxy Resin Slurry

Hole Diameter 12-1/4" 167 cuf/Infi
Capacity of open hole annulus 9-5/8" vs 12-1/4" 069 cuft/Inft
Capacity of open hole annulus 8-5/8" vs 12-1/4"
Top (/) Bottom {ft) Total {ft)

Cased hole depth 0 0 0 feet

Cased open hole 9-5/8" 2050 2625 575 feet

Cased open hole §-5/8" 2625 2865 40 feet

Annular Volume 9-5/8" in 12-1/4" 1347.11 gals

Annular Volume 8-5/8" in 12-1/4" 123.50 gals

Total 1470.61 gals
10% excess 147.06 gals
Total volume  1617.67 gals

Protection Casing Cement

Second Stage Lead

Cement; Class A Lite
Hole Diameter 12-1/4" 0.82 cuft/Inft
Capacity of open hole annulus 9-5/8" vs 12-1/4" 031 cuft/Inft
Capacity of cased hole annulus 9-5/8" vs 13-3/8" 0.36 cuft/Inft
Capacity of 9-5/8" Casing 0.87 cuft/Intt

Top (i) Bottomn (ft) Total (f)
Cased hole depth 0 1200 1200 feet
Cased open hole 8-5/8" 1200 1850 650 feet
Annular Veolume 8-5/8" in 12-1/4" 20358 cuft
Annular Volume 9-5/8" in 13-3/8" 43524 cuit

Total 638.82 cuft
20% excess 127.76 cuft
Total volume 766.58 cuft

Yield Per Sack 2.08 cu fifsk
No. of Sacks 372 sacks

2.34 galsiin ft
3.09 galsin ft



Protection Casing Cement
Second Stage Tail

Cement: Class A with 2% Calciuum Chloride

Hole Diameter 12-1/4"
Capacity of open hole annulus 9-5/8" vs 12-1/4" 031 cufi/inft
Capacity of open hole 12-1/4" 0.82 cuft/inft
Cased open hole 8-5/8" 1850 2050 200 Total feet
Annular Volume 8-5/8" in 12-1/4" 6264 cuft
20% excess 12.53 cuit

Total volume 7517 cuft

Yield Per Sack 2.06 cuitfsk

No. of Sacks 36 sacks
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